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Review the following safety precautions to avoid injury and prevent damage to
this product or any products connected to it. To avoid potential hazards, use this
product only as specified.

Only qualified personnel should perform service procedures.

�%� �$"#�$ �")�$ �"$�� Use only the power cord specified for this product and
certified for the country of use.

�"!!��& �!� ��%�"!!��& �$"#�$�+� Do not connect or disconnect probes or test
leads while they are connected to a voltage source.

	$"'!� &�� �$"�'�&� This product is grounded through the grounding conductor
of the power cord. To avoid electric shock, the grounding conductor must be
connected to earth ground. Before making connections to the input or output
terminals of the product, ensure that the product is properly grounded.

�%�$(� ��� ��$ �!�� ��&�!�%� To avoid fire or shock hazard, observe all ratings
and markings on the product. Consult the product manual for further ratings
information before making connections to the product.

The common terminal is at ground potential. Do not connect the common
terminal to elevated voltages.

Do not apply a potential to any terminal, including the common terminal, that
exceeds the maximum rating of that terminal.

�" �"& #�$�&� ��&�"'& �"(�$%� Do not operate this product with covers or panels
removed.

�%� �$"#�$ �'%�� Use only the fuse type and rating specified for this product.

�("�� �*#"%�� ��$�'�&$+� Do not touch exposed connections and components
when power is present.

�" �"& #�$�&� ��&� �'%#��&�� ����'$�%� If you suspect there is damage to this
product, have it inspected by qualified service personnel.

�" �"& #�$�&� �! ��&��� # �"!��&�"!%�

�" �"& #�$�&� �! �! �*#�"%�(� �& "%#��$��

���# �$"�'�& �'$����% ����! �!� �$+�

�$"(��� �$"#�$ ��!&���&�"!� Refer to the manual’s installation instructions for
details on installing the product so it has proper ventilation.

�" �("�� ��$� "$

��$%"!�� 
!�'$+
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����� � ��� ������� These terms may appear in this manual:

�������� Warning statements identify conditions or practices that could result
in injury or loss of life.

��
	���� Caution statements identify conditions or practices that could result in
damage to this product or other property.

����� �� ��� ���
�	�� These terms may appear on the product:

DANGER indicates an injury hazard immediately accessible as you read the
marking.

WARNING indicates an injury hazard not immediately accessible as you read the
marking.

CAUTION indicates a hazard to property including the product.

������� �� ��� ���
�	�� The following symbols may appear on the product:

 

�! #��#�%� �! $��

���!#�� ��!�����

����
�

����! # ���$��

� $���


�"$��#��

����
��

	��� � �#���

������� ��
 �����
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Only qualified personnel should perform service procedures. Read this Service
Safety Summary and the General Safety Summary before performing any service
procedures.

�� �� ���"��� ������ Do not perform internal service or adjustments of this
product unless another person capable of rendering first aid and resuscitation is
present.

��������� 
�#��� To avoid electric shock, disconnect the mains power by means
of the power cord or, if provided, the power switch.

�� ���� ���� ���"����� �� � 
�#�� 	�� Dangerous voltages or currents may
exist in this product. Disconnect power, remove battery (if applicable), and
disconnect test leads before removing protective panels, soldering, or replacing
components.

To avoid electric shock, do not touch exposed connections.

�%����� ���� To avoid x-radiation exposure, do not modify or otherwise alter the
high-voltage circuitry or the CRT enclosure. X-ray emissions generated within
this product have been sufficiently shielded.

�����$ ����!� ��  ��$� This product contains a Lithium:poly-carbon monofluo-
ride battery for memory backup purposes. This battery is not user replaceable.
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This is the instructions sheet of the AWG710 option02 Extended BandWidth
Output upgrade kit. There are Removal Procedures and Installation Procedures.

The Extended BandWidth Output function is available on the user program
version 3.0 and above. 
The Extended BandWidth Output upgrade kit (040–A052–00) contains a panel
assembly (614–A027–00) and module kit (650–A910–00) and user program
Version 3.0 CD(062–A305–50).
This instruction explains the upgrade procedures for exchange the panel
assembly and module.

����. If AWG710 is not user program version 3.0 and above, you must upgrade
the user program version of AWG710.Do the user program upgrade 
procedures, refer to the readme file in CD packed together with this
Upgrade Kit.

AWG710

The upgrade kit contains:

�����������, AWG710 option02 (Extended BandWidth Output) Upgrade Kit
includes 614–A027–00, 650–A910–00 and 062–A305–50.
Table 1–1 shows all parts in this Kit.

����� ���
���$&% ��%& �
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�������� Before doing this procedure in this manual, read the Safety Summary
found at the beginning of the AWG710 Service manual(070–A830–50). Also, to
prevent possible injury to service personnel or damage to this generator’s
components, read  Preventing ESD  below.

�������� Before doing any procedure in this subsection, disconnect the power
cord from the line voltage source. Failure to do so could cause serious injury or
death.

��
	���� Static discharge can damage any semiconductor component in this
generator.

When performing any service which requires internal access to the waveform
generator, adhere to the following precautions to avoid damaging internal
modules and their components due to electrostatic discharge (ESD).

1. Minimize handling of static-sensitive modules.

2. Transport and store static-sensitive modules in their static protected
containers or on a metal rail. Label any package that contains static-sensitive
modules.

3. Discharge the static voltage from your body by wearing a grounded antistatic
wrist strap while handling these modules. Do service of static-sensitive
modules only at a static-free work station.

4. Nothing capable of generating or holding a static charge should be allowed
on the work station surface.

5. Handle circuit boards by the edges when possible.

6. Do not slide the modules over any surface.

7. Avoid handling modules in areas that have a floor or work-surface covering
capable of generating a static charge.

��
�
��� ���
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Most modules in this generator can be removed with a screwdriver with a size
#2, Phillips tip. Use this tool whenever a procedure step instructs you to remove
or install a screw unless a different size screwdriver is specified in that step.

����� ���	��  �$ #�"&�#�� � # � �&�� #�� '���

�%�� � � ���� ��$�#�!%� �

	 ��"�'�"�&�" ������ ����!$# ������!#��"�&�" ��$#


 �
 ������!# $�! ������!#��"�&�" ��$ � " �
 #�"�' #�(�

� �"����� �	� ���� �$����"� $  �� �"����� �	� ����

� �%$�"�&�"� ��� ����
 ����� �$����"� $  �� �%$�"�&�"� ��� ����
 �����

In this manual, procedures refer to “front,” “right,” “top,” etc. of the waveform
generator. Figure 1–1 shows how the sides are referenced.

��&#� ���	�
����� �#���%�%� �
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To enable the extended bandwidth output function, you also need to upgrade the
user program to version 3.0.

Do the system software upgrade procedures, refer to readme file in CD packed
together with this Upgrade Kit.

Do the following steps to display the instrument software version.

1. Push UTILITY  (front-panel)�Status (bottom)�System (side) to display
the instrument software version.

����	� ��������

This subsection contains removal procedures for the upgrade kit.

�������� Before doing any procedure in this subsection, disconnect the power
cord from the line voltage source. Failure to do so could cause serious injury or
death.

Do the following procedures to remove the cabinet.

1. Assemble equipment and locate modules to be removed:

a. Have handy a screwdriver with a size Phillips #2 tip (Items 1 and 2).

b. Make sure the generator’s front cover (optional accessory) is installed; 
if it’s not, install it by snapping its edges over the trim ring.

2. Disconnect the line cord: Unplug the line cord from its receptacle at the rear
cover.

3. Orient the generator: Set the generator so its face is down with its front
cover on the work surface and its bottom facing you.

4. Remove the cabinet: 

a. At the rear of the cabinet, remove the six screws securing the two feet.

b. At the center of the rear, remove the two screws.

c. At the rear of the cabinet, grasp its left and right edges.

d. Pull upward to slide the cabinet off the generator. Take care not to bind
or snag the cabinet on the generator’s internal cabling as you remove it.

�����	���� �� ���������

�����	� ������

����	� �� �� �	
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No tools are needed for this procedure.  

1. Locate the modules to be removed in Figure 1–3.

2. Orient the generator so the rear is on the work surface and the bottom is
facing you.

3. Remove the front cover by grasping it by the left and right edges and snap it
off of the front subpanel. When installing, align and snap back on. See
Figure 1–3.

������ �	��

��� 
������

���� ����� ��� ������� ��
���� ����� ��	�� ��� 
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�������� To prevent damage to the contacts, do not touch the carbon contact
points on the menu buttons installed in the trim ring. Also, do not touch the
contacts on the flex circuit exposed when you remove the trim ring.

4. Remove the trim ring by grasping the top edge and prying it up and lifting it
forward to snap it off the front subpanel. If servicing the menu buttons, lift
them out of the trim ring. When installing, insert the menu buttons, align the
trim ring to the front subpanel and press it back on.

This procedure includes removal and installation instructions for the front panel.
Unless either of those modules are being serviced, do not do step 4.

You will need a screwdriver with a size #2 Phillips tip (Table 1–2, Items 1 and 2,
Page 1–4). 

1. Locate the modules to be removed in Figure 1–4, page1–9.

2. Orient the waveform generator so the bottom is on the work surface and the
front is facing you.

3. Remove the front panel assembly from the front subpanel by lifting the
assembly until you can reach the interconnect cable connecting to the
Connector board.

4. Disconnect the cable at J154 of the Connector board. Disconnect the
flex-board connector at P3 of the front panel assembly. (The flex board is
part of the display-frame assembly.) See Figure 1–4, page1–9.

5. Lift the front panel assembly out of the front subpanel to complete the
assembly.

��� ����� 	
�� �������
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This procedure describes how to remove both A77 Attenuator Module and A71
Output board.
Remove the module which A77 is within.
You will need a screwdriver with a size #2 Phillips tip (Table 1–2, Items 1 and 2,
Page 1–4). 

1. Locate the modules to be removed in Figure 1–5.
Figure 1–5 shows the condition that a cover has already been removed from
A77 Attenuator Module.

2. Orient the waveform generator so its top is down on the work surface and its
front is facing you.

��� ���������� ������

��� ������ �����

��� ��
 �����

	����� �������� ���������� ������ ��������

3. Remove the A77 Attenuator Module with the shield case using Figure 1–5 on
page 1–10 and Figure 1–6 on page 1–12 as a guide.

����� ��� ����������

������
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4. Remove two screws to remove a cover of A77 Attenuator module.

5. Unplug these cables:

� Output cables to CH1 and CH1 Output connecter

� Two cables from the A50 AWG board, (J5400 and J5401)

� Eight cables from the A71 Output board

6. Remove the five screws on the upper surface attaching the shield case to the
A71 Output Board.

7. Lift the shield case including the  A77 Attenuator Module up perpendicularly
from the A71 Output Board to complete the removal.
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You will need a screwdriver with a size #2 Phillips tip (Table 1–2, Item 1 and 2,
and Item 3, Page 1–4). 

1. Locate the modules to be removed in Figure 1–6, page 1–12.

2. Orient the waveform generator so its top is down on the work surface and its
rear is facing you.

3. Perform the A77 Attenuator Module procedure that precedes this procedure
to remove the interconnect cables.

4. Remove the A71 Output Board  using Figure 1–5 on page 1–10 and Figure
1–6 on page 1–12 as a guide.

5. Remove the six screws on the front panel and rear panel sides that attach the
A71 Output Board to the A50 AWG board.

6. Lift the Output board up perpendicularly from the A50 AWG board to
complete the removal.

You will need a screwdriver with a size Phillips #2 tip (Table 1–2, Items 1 and 2,
Page 1–4).

1. Locate the modules to be removed in Figure 1–7, page 1–14.

2. Orient the waveform generator so the bottom is on the work surface and the
front is facing you.

3. To remove the output panel, disconnect the on/off cable at J600 and four
peltora cables(J5510, J5511, J5610 and J5611)of the A50 AWG board.

4. Remove the three screws at the front side of the chassis, the two screws on
the bottom of the chassis and the two screws at the right side of the chassis
attaching the Output assembly to the main chassis.

5. Pull out the Output assembly from the main chassis.

	��� ��� ������
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This subsection contains installation procedures for the upgrade kit.
You will need a screwdriver with a size Phillips #2 tip (Table 1–2, Items 1 2, and
3, Page 1–4).

Attach the new Output Assembly(614–A027–00)

1. Connect the on/off cable from A22 with J600 of the A50 AWG board.

2. Connect the MKD1 cable with J5510 of the A50 AWG board, the MKD2
cable with J5511, MKD3 cable with J5610, MKD4 with J5611.
The MKDx is mentioned in the tip of each cable.

3. Tighten the three screws at the front side of the chassis, the two screws on
the bottom of the chassis and the two screws at the right side of the chassis
attaching the Output assembly to the main chassis.

1. Exchange six post spacers on the A50 AWG board for New post spacers
(129–A061–00).

2. Install the A72 Output board on the post spacer with six
screws.(211–0751–00)

3. Connect the MKD1 cable with J5400 of the A50 AWG board, the MKD2
cable with J5401.
The MKDx is mentioned in the tip of each cable.

4. Connect the analog output cables with SMA connectors of K100 and K200
by using the Wrench (Table 1–2).
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1. Reinstallation of cabinet and rear cover:

a. Do in reverse order steps 3 and 4 on page1–5 to reinstall the cabinet.

b. Take care not to bind or snag the cabinet on internal cabling; redress
cables an necessary.

c. When sliding the cabinet, be sure that the front edge of the cabinet aligns
with the groove containing the EMI shield on the front casting.

d. Be sure that the ridge around the rear chassis slides into the groove
containing a second EMI cable on the rear of the cabinet.

e. When reinstalling the eight screws at the rear panel, tighten them to
2N�m torque.
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1. Paste the identification label over the old identification label on the rear
panel after completing cabinet installation.

�

�
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After 20 minutes warm up, you have to execute calibration.
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Confirm that there is no output being performed by verifying that the RUN LED
is not on. If the LED is on, push the RUN button to turn it off.

����. Some calibration items may fail if you start calibration while output is
being performed.

Do the following steps to verify that the internal adjustments have passed:

1. Push UTILITY (front-panel)�Diag (bottom)� Execute Calibration
(side).

This executes the AWG710 Waveform Generator calibration routines
automatically.
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The internal calibration does an extensive verification of proper the AWG710
Waveform Generator functions. While this verification progresses, the message
box displaying Executing Calibration appears on the screen. When finished, the
resulting status will appear in the message box as shown in Figure 1–10.

����� �������	�
�	��� ������ ����	�� 
��

Verify that no failures are found and reported in the message box. If the
calibration displays Fail as the result, consult a qualified service technician for
further assistance.

2. Push the OK  side button and then any bottom or menu button (other than the
UTILITY ) to exit the dialog screen.

����. The calibration data in the memory may be lost if the instrument is
powered off while the calibration is executing.
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Check the Instrument option.

Push UTILITY  (front-panel)�Status (bottom)�System (side) to display the
instrument option.

Check instrument option is option 02.
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