067-0559-00 CALIBRATION FIXTURE

P6019/P6042 High Frequency Current Test Fixture

This High Frequency Current Test Fixture is a 50 Q termination
and current source for calibration of the P6019/P6042 Current Probes.
This device is connected to a 50 Q generator (109, 106) to terminate
it in 50 Q. The current loop is in series with the termination
on the grounded side.
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Type 067-0559-00

ELECTRICAL PARTS LIST
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Values are fixed unless marked Variable.
Tektronix Serial/Model No.
Ckt. No. Part No. Eff Disc Description
CONNECTOR
N CONNECTOR (see mechanical parts list)
RESISTOR
R1 307-0079-00 50 Q carbon on ceramic rod




Type 067-0559-00

MECHANICAL PARTS LIST
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Ir;ﬁ)e.x Pim No. E'I’f'e Disc Y 12345 Description

1 E204~0344-00 1 BODY, test fixture

2 213-0076-00 1 SCREW, set, 2-56 x 1/8 inch, HHS
3 E131-0599-00 1 TERMINAL, probe test

4 E132-0010-02 1 SHELL, electrical conn

5 132-0007-00 1 SNAP RING

6 132-0028-~00 1 INSULATOR

7 132-0002-00 1 SLEEVE, conductor, outer

8 e e e e - 1 RESISTOR, Rl

9 132-0001-00 1 NUT, coupling
10 E358-~0174-02 1 BUSHING, resistor holding
11 132-0029-~00 1 INNER CONDUCTOR

F131-0929-00 X6948 1 CONTACT-SPACER (not shown)





