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COPSTTID 10 CXCELLENGT Date QC t » 1982 Change Refesence.
Product LZRMQQ_OPI..LS_DSP.SBQQQLOL__- Manual Part No 01036904_-_00

| MNEMONICS ROM PACKPTSCKITION Product Group #5E

THIS IS A PAGE PULL AND REPLACE PACKAGE
FOR THE 12RMI9 CPTION 15 DSP56000/01
MNEMONICS ROM PACK INSTRUCTIONS MARUAL

1. Remove the designated pages from your
manual and insert the following
pages: 3, 4, 7, 8, 19, and 20.

2. Keep this cover sheet in the Change
Information section at the back of
your manual for a permanent record.

WARRANTY

Tektronix warrants that the media on which this software product is furnished and the
encoding of the programs on the media will be free from defects on materials and
workmanship for a period of three (3) months from the date of shipment. If any such
media or encoding proves defective during the warranty period, Tektronix will provide
a replacement in exchange for the defective medium. Except as to the media on
which this softiware product is furnished, this software product is provided “as is™
without warranty of any kind, either express or implied. Tektronix does not warrant
that the functions contained in this software product will meet Customer’s require-
ments or that the operation of the programs will be uninterrupted or error-free.

In order to obtain service under this warranty, Customer must notify Tektronix of the
defect before the expiration of the warranty period. If Tektronix is unable to provide a
replacement that is free from defects in materials and workmanship within a reason-
able time thereafter, Customer may terminate the license for this software product and
return this software product and any associated materials for credit or refund.

THIS WARRANTY IS GIVEN BY TEKTRONIX WITH RESPECT TO THE LISTED
PRODUCTS IN LIEU OF ANY OTHER WARRANTIES, EXPRESS OR IMPLIED.
TEKTRONIX DISCLAIMS ANY IMPLIED WARRANTIES OF MERCHANTABILITY
OR FITNESS FOR A PARTICULAR PURPQOSE. TEKTRONIX' RESPONSIBILITY TO
REPLACE DEFECTIVE MEDIA OR REFUND CUSTOMER PAYMENT IS THE SOLE
AND EXCLUSIVE REMEDY PROVIDED TO THE CUSTOMER FOR BREACH OF
THIS WARRANTY. TEKTRONIX WILL NOT BE LIABLE FOR ANY INDIRECT,
SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES IRRESPECTIVE OF
WHETHER TEKTRONIX HAS ADVANCE NOTICE OF THE POSSIBILITY OF SUCH
DAMAGES.
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12RM39 OPT 15 - DSP56000/01

CONNECTING TO THE DIGITAL SIGNAL PROCESSOR
CONNECTION OVERVIEW

Table 1 provides an overview of the connections between a 1240 Logic Analyzer
equipped with a DSP56000 Mnemonics ROM Pack and your DSP56000 or DSPS6001
digital signal processor. DSP56000 is a trademark of Motorola.

NOTE

Be sure to connect a USER'S GND lead from each acquisition probe (o the
processor’s ground. Otherwise, invalid data may be acquired.

NOTE
To ensure prop2r operation, verify the connections shown in Table 1.
Table 1
1240 SCREEN TO DSP56000/01 SIGNAL MAP
1240 SCREEN CONNECTIONS DSP56000/01

GRoOuUP BIT | C/Q | POD* CHAN | SIGNAL | PIN
CNTL 4 = ) 0 4 WR M13 |
3 * 14 o 3 RD L2 |
2 - 0o 2 PS N12 |
1 . 0 1 DS M2 |
) - 00 XY N13 |
ADDR 15 - 2 7 A M3 |
14 - 2 6 A ; N2 |
13 - 25 A N3 |
12 - 2 4 = Ng |
11 - 2 3 » M5 |
10 - 2 2 A N5 |
9 - 2 1 Ay M |
8 - 20 Ag 5 N6 |
7 - 1 7 A; | N7
6 1 6 As ' N8 |
5 - 15 As i M8 |
4 - 1 4 A, ' N9 |
3 - 1 3 A, i M3 |
2 - 1 :2 A, | N10 |
1 - 11 A, | N1t
0 - 10 Ao ; M11 !
DATA 23 - 5 7 D i B4 |
22 - 5 6 D, ; A3 |
21 55 D, ! A2 |
20 - 5 4 D i B2 |

19 5 3 Dys i A1

18 - 5 2 D | c2

17 - 5 1 D,; ! B1

16 - 50 Dys ; D2
(cont.) : ; ‘
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12RM93 OPT 15 — DSP5600D/01

Table 1 (cont.)
1240 SCREEN TO DSP56000/01 SIGNAL MAP

1240 SCREEN CONNECTIONS DSP56000/01

GROUP BIT c/ia POD* CHAN SIGNAL PIN

Data 15 - 4 7 Dys C1

(cont.) 14 - 4 6 Dia D1

13 - 4 5 Dy; E1l

12 - 4 4 Dy, F2

11 - 4 3 Dy, F1

10 - 4 2 Dyo G1

9 L4 4 1 Dg H1

8 - 4 0 Dg J1

7 - 3 7 D, J2

6 - 3 6 Dg Kt

S - 3 5 Dy K2

4 - 3 4 D, L1

3 - 3 3 D, M1

2 - 3 2 D, L2

1 - 3. D, M2

0 - 30 Dq N1

(none) - PO 0 C/a RD - L2

- P1 1 C/Q WR M13

* Pod numbers are shown for a 1240 with a total of three acquisition cards

installed. If an additional acquisition card is installed, add 2 to the pod
numbers given.

The DSP56000/01 is available in an 88-pin PGA (pin grid array) package. You can use
commercially available test adapters to make the connections between your 1240
and ycur DSP56000/01 chip. One vendor from whom you may purchase such an
adapter is Emulation Technology Inc., 2368B Walsh Avenue, Building D, Santa Clara,
California 95051, phone number (408) 982-0660.

If you are operating the Motorola DSP56000ADS Application Development System for
the DSP56000 signal processing family of products, you may order a probe interface
adapter from Tektronix, part number 012-1261-00.
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12RM99 OPT 15 — DSP56000/01

DATA QUALIFICATION AND TRIGGERING

IDENTIFYING CYCLE TYPES Table 2
CNTL GROUP SIGNALS

To use either the Global or Sequential Event

Recognizers effectively, you need to be able BIT SIGNAL NAME
to identify cycle types. Cycle types are de-
coded from the channels of the CNTL group ; ‘:v;
according to the relationships shown in Ta-
ble 3. Table 2 gives the names of the signals f gg
in the CNTL group. 0 X/Y
Table 3
IDENTIFYING CYCLE TYPES
CNTL CHAN.
CYCLE TYPE 4 3210
*FETCH 1 0011
*FETCH2 1 0011
*FLUSHED PREFETCH 1 0011
*PGM READ 1 0011
PGM WRITE 0 1011
X DATA READ 1 0101
X DATA WRITE 0 1101
Y DATA READ 1 0100
Y DATA WRITE 0 1100
INTZRNAL X X111
INTERRUPT 1 0010
* These four 56000/01 bus cycles are all program
memory read cycles and cannot be distinguished from
one another at acquisition time. Since these cycles do
not have an unique CNTL group value, a trigger word
defined with this CNTL group value will trigger on the
first occurrence of any of these four cycles.

SPECIFYING CYCLE TYPES

To specify a particular cycle type as a condition for data quatification or triggering,
enter the values shown in Table 3 for that cycle type in the CNTL field of the event
recognizer.

CNTL Group Modification. You may split up the CNTL group, rearrange its channels,
or change its radix without affecting disassembly. The ROM Pack maintains for its
internal use a version of the group as it originally set it up. This allows you 1o take
individual channels out of the CNTL group or create your own sub-groups with names
that suggest the subset of channels you include or the way you are using them. (Of
course, reorganization of the CNTL group means that you can no longer use the
values in Table 3.)

DSP56000/01 CYCLE TYPE DEFINITIONS

FETCH A processor read cycle from external program memory space;
this is an opcode fetch.

FETCH2 A processor read cycle from external program memory space;
this is the fetch of the second word of a two word instruction.

FLUSHED PRE- A processor read cycle from external program memory space;
FETCH this is a pipelined/nonexecuted opcode fetch cycle.
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12RM99 OPT 15 — DSP56000/01

PGM READ A processor read cycle from external program memory space;
this is probably the result of a MOVE P instruction.

PGM WRITE A processor write cycle to external program memory space.
X DATA READ A processor read cycle from external X-data memory space.
X DATA WRITE A processor write cycle to external X-data memory space.
Y DATA READ A processor read cycle from external Y-data memory space.
Y DATA WRITE A processor write cycle to external Y-data memory space.

INTERNAL The processor is executing an internal cycle; external bus values
are invalid.

INTERRUPT  The processor is responding to an interrupt request by fetching
vectors from low program memory.
INSTRUCTION MNEMONICS

The 12RM99 Option 15 DSP56000/01 Mnemonics ROM Pack disassembles the
Motorola DSP56000/01 instruction set according to the mnemonics syntax found in
the OSP56000 Digital Signal Processor User's Manual (1986). Operands in disassem-
bled instructions are always displayed in hexidecimal.

MARK OPCODE KEY

This soft key is present in the State Table when the DSP56000/01 ROM Pack is
installed. For further description, refer to the Mark Opcode Key section of your
12RM99 ROM Pack manual.

RESERVED CHANNELS

Channel 8 of the fifth and sixth pods (pods 4 and 5) are reserved for use by the 1240 in
postprocessing the acquired data. Do not attempt to acquire data on these channels.
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12RMS9 OPT 15 — DSP56000/01

REPLACEABLE PARTS LIST
12RM99 MNEMONICS ROM PACK — OPTION 15

NUMBER TEK. P/N DESCRIPTION

ELECTRICAL (REFER TO SCHEMATIC IN 1240 SERVICE MANUAL)

A43 670-8172-00 CRT. BOARD ASSY: 32/64K MEMORY ROM PACK
(U200, U300 EPROMs ARE NOT PART OF A43)

A43C100 281-0775-00 CAP, FIXED, CER, DiI: 0.1 uF, 20%, 50V
A43C400 281-0775-00 CAP, FIXED, CER, DI: 0.1 uF, 20%. S50V

CHASSIS PARTS

U200 160-5351-00 MICROCKT, DGTL: 16384 x 8 EPROM, PRGM
U300 160-5350-00 MICROCKT, DGTL: 16384 x 8 EPROM, PRGM

MECHANICAL (REFER TO EXPLODED VIEW DRAWING)

334-6106-00 1 MARKER, IDENT: MKD 12RM99 ROM PACK
2 200-2503-01 1 COVER, ROM PACK: TOP
(ATTACHING PARTS)
3 211-.0012-00 4 SCREW, MACHINE: 4.40x 0.375, PHD, STL
el e

4 - - - - - CKT BOARD ASSY: 32/64K MEMORY ROM PACK
(SEE A43 REPL)

5 131-0993-00 2 e BUS CONDUCTOR: 2 WIRE, BLACK

6 131-0608-00 6 e TERMINAL, PIN: 0.365Lx 0025 PH BRZ
GOLD

7 136-0755-00 2 e SKT, PL-IN ELEC: MICROCIRCUIT, 28 DIP
337-3122-00 1 SHIELD, ELEC: STATIC
200-2504-01 1 COVER, ROM PACK: BOTTOM

STANDARD ACCESSORIES
070-5527-00 MANUAL, TECH: INSTRUCTION
070-6904-00 MANUAL, TECH: INSTRUCTION
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12RM99 OPT 15 - DSPS6000/01
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