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TYPE 561A
MOD 2100

The instrument for which this manual was prepared has been modified
to provide a special rectangular, glass—envelope crt with an external
graticulen All of the front—panel coaxial connectors on the indicator
unit well as the plug—ins shipped with this instrument are of the
UHF type

The following accessoiries are shipped with this instrument:

Power Cord, 3—wire 3 161—010

Power Cord Adapter, 3—wire to 2—wire 103—013

Light Filter, green
’ 378—525

Probe Packages 020—004

Instruction Manuals 070—342

PARTS LIST

Parts changed in
ordering replacement parts, give adescription of the part and specify
instrument type, serial number and MOD number,

this modified instrument are listed below, When

BULBS

B601 Change to 150—001 #47 Graticule Light
B602 Change to 150—001 .#47 Graticule Light

RESISTORS

R601 Change to 311—055 5&1} variable ww SCALE ILLUM°

ELECTRON TUBES

V859 Change to 154—376 T5032—31

MECHANICAL

CONNECTOR, Chassis Mount. BNC Delete ,

CONNECTOR, Chassis Mount“ UHF Add 131—064
COVER, Graticule
GRATICULE, 6 x 10 Cm

Change to 200—409
Add 1 331—090



HOLDER,
INSERT,
SHIELD,
SHIELD,
WASHER,
WASHER,

Reflector
Graticule
Implosion
Reflector
Neoprene
Steel

Shield
Light

TYPE

Delete
Add
Delete
Delete
Add
Add

561A, MOD 2100

2 377—064

8 210—844
4 210—864


