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B-70A

“N” Group: Video Wander Configuration (NTSC)
“N” keywords report on or set the values of the Drift Rate and Frequency Offset
application configuration parameters on an NTSC-standard VM700T.

All ��� and ��� commands used with the “N” keywords are channel-specific.

��� commands used with the “N” keywords have the following form:

��� �������
� �	�������������

��� commands used with the “N” keywords have the following form:

��� �������
� �	������������� ���������� ������������

Set commands used with “N” group keywords have either one or two arguments,
depending on the keyword. Table 1–1 lists the legal and default values for the
��� command used with each “N” group keyword.

Table 1–1: “N” Keywords: Video Wander Limits (NTSC) 

Keyword Description Units Legal Values Default

ÁÁÁÁÁ
ÁÁÁÁÁ

NDRT ÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁ

Drift-rate limits ÁÁÁÁÁÁ
ÁÁÁÁÁÁ

ppb/s ÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁ

–999.0 to 999.0 ÁÁÁÁÁÁ
ÁÁÁÁÁÁ

–28.0 to 28.0

NFRO Frequency-offset limits ppb –99990.0 to 99990.0 –2800.0 to 2800.0
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B-70B

“O” Group: Video Wander Configuration (PAL)
“O” keywords report on or set the values of the Drift Rate and Frequency Offset
application configuration parameters on an PAL-standard VM700T.

All ��� and ��� commands used with the “O” keywords are channel-specific.

��� commands used with the “O” keywords have the following form:

��� �������
� �	�������������

��� commands used with the “O” keywords have the following form:

��� �������
� �	������������� ���������� ������������

Set commands used with “O” group keywords have either one or two arguments,
depending on the keyword. Table 1–2 lists the legal and default values for the
��� command used with each “O” group keyword.

Table 1–2: “O” Keywords: Video Wander Limits (PAL) 

Keyword Description Units Legal Values Default

ÁÁÁÁ
ÁÁÁÁ

ODRT ÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁ

Drift-rate limits ÁÁÁÁÁÁ
ÁÁÁÁÁÁ

ppb/s ÁÁÁÁÁÁÁÁÁÁÁ
ÁÁÁÁÁÁÁÁÁÁÁ

–999.0 to 999.0 ÁÁÁÁÁ
ÁÁÁÁÁ
–22.6 to 22.6

OFRO Frequency-offset limits ppb –9999.0 to 9999.0 –226.0 to 226.0































































































































Option 22 (Video Wander) Results File

�!�.0-!(!)/ �!.0'/. �$�))!' � �$0 �0# �� ��	��
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������������������������������������������������������������������������������
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