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Fig. 1-1. Type 452A Ducl-Trace Sampling Unit,



SECTION 1

CHARACTERISTICS

General Description

The Tektronix Type 452A 50 0 Dual-Trace Sampling Unit is

a vertical channel plug-in unit for the Type 661 Oscilloscope.
When used in a sampling system consisting of the Type 661

Oscilloscope, Sampling Time Base Unit, and the Type 452A,

the Type 482A enables the system to present accurate single-

or dual-trace displays of repetitive high-speed signals with

fractional nanosecond risetime. Such a system produces a

CRT display by reconstructing the signal waveform from a
series of single samples taken from many repetitions of the

input signal. The Type 482A gives such a system an equiva-

lent bandwidth of at least 3.9 GHz.

ELECTRICAL CHARACTERISTICS

The following characteristics indicated by footnote (1)

apply over an ambient temperature range of 0° C to +50°

C. Warm-up time for the given accuracy is 20 minutes.

Operating Modes

A Only, B Only, Dual Trace, Added Algebraically, and A

Vertical—B Horizontal (X-Y) operation.

Rejection ratio for Added Algebraic mode is 40:1 or better

when each channel is driven with a 1-volt flat-topped pulse

and the deflection factor is 50 mV/cm, each channel.

Switching frequency in Dual Trace operation is approxi-

mately 50 kHz.

Deflection Factors

Calibrated steps of 2, 5, 10, 20, 50, 100, and 200 mV/cm.

Accuracy’ with the DISPLAY switch in the NORMAL position

is +2.5%; with the switch in the INVERTED position, accu-

racy is +3%.

Risetime (T:)

Risetime of the Type 482A is 90 ps or less, 10% to 90%.?

Risetime and transient response of a randomly selected pro-

duction-line unit are shown in Fig. 1-2. (Typical frequency

response and VSWR curves are shown in Fig. 1-3.)

The displayed output of either or both channels can be

presented either normally or inverted, premitting the addi-

tion or subtraction of dual-trace displays. This versatility is

valuable in X-Y displays for observation of hysteresis loops,

or for inverting the phase of signals into or out of an ampli-

fier for phase comparison. Inverted operation can add an

additional Y% error to the deflection factors.

*Performance requirement checked at the factory.

*T, is somewhat dependent on ambient temperature. Adjustment of
Bridge Volts Control may be necessary if operation at extremes of

specified temperature range is required.
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Fig. 1-2. Photograph showing risetime and transient response of

the Type 452A. Horizontal scale 100 picoseconds/division.

Display Noise

At a deflection factor of 5mV/cm, SMOOTHING control

adjusted to unity dot transient response, MODE switch at A

ONLY, B ONLY, or A VERT B HORIZ, 80% of the dots are

within 4mV peak to peak. With the MODE switch at DUAL

TRACE or ADDED ALGEB, 80% of the dots are within 5mV

peak to peak. With the SMOOTHING control fully counter-

clockwise, 80% of the dots are within 2mV peak to peak.

Smoothing

Each Channel SMOOTHING control permits reduction of

random noise. The SMOOTHING control also permits adjust-

ment of servo loop gain to exactly unity dot transient

response (DTR}.2 At 200 mV/cm, the trace will not move more

than 1.5m while rotating the SMOOTHING control.

Memory Drift

The sampling dot vertical stability is such that no drift

is visible when triggering at a rate above about 150 Hz. At

a triggering rate of 50Hz, the dot drift does not exceed

0.2 em.4

Co-Channel Time Coincidence

Dual-trace display of a fast-rise pulse will produce no

more than a 20-picosecond time difference between channels.

Setting the SMOOTHING control for a DTR <1 helps to reduce
random noise effects when operating in equivalent time and at low

deflection factors. When operating a sampling system in real time
mode with a timing unit such as the Type 5173, certain measurements
require that the SMOOTHING control have sufficient range to permit
the Type 452A DTR to be adjusted through unity.
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Characteristics—Type 4S2A

DC Offset

The DC component of a signal can be offset up to <1 volt

(with a five-turn contro!) to bring a display back onto the

CRT, or to make an incremental measurement.

Offset Monitoring

The voltage change at the front-panel OFFSET MONITOR

jack is 100 times the voltage change (+1%) of the display

produced by use of the DC OFFSET control.’ The OFFSET

MONITOR jack permits accurate measurement of DC volt-

age level changes.

Input Impedance

50 ohms +1% at DC. Fig. 1-3 shows input VSWR to

5 GHz. Passive probes, cathode follower probes and a 1

megohm to 509 probe adapter are available for higher

input impedance at reduced sensitivity and/or bandwidth.

Probe Power

The two front-panel PROBE POWER connectors permit

operation of Tektronix cathode-follower probes and accessory

devices.

Input Coupling

DC coupled from the 50 © input connectors to the sampling

bridges.

Dynamic Range

Input signals as high as -£1 volt can be viewed without

overloading the system. Safe overload is +5 VDC, or 10

volt peak-to-peak pulses if the duty factor is 50% or less.

100 %

aoe ms4i t

oHEH et
pnomns ore

Fig. 1-3. Typical Type 4S2A VSWR and relative amplitude response to sine waves.
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Triggering Output

Internal triggering takeoff from Channel A only. The amp-

litude of the trigger output to the time base unit is 0.1 X

signal voltage. Risetime of the trigger pulse is less than 1 ns,

10% to 50%.

Signal Outputs to Type 661

The signal output voltages to the Type 661 are within 3%

of a 1-volt signal applied to the input connectors when the

deflection factor is 200mV/cm (this 3% figure does not

include any error that may be introduced between the out-

put of the Type 482A and a reading obtained from the CRT

display).

ENVIRONMENTAL CHARACTERISTICS

Temperature

Operating—0° C to +50° C.

Non-Operating— —40° C to +65° C,

Altitude

Operating—15,000 feet maximum

Non-Operating—50,000 feet maximum

Characteristics—Type 452A

MECHANICAL CHARACTERISTICS

Construction

Aluminum-alloy chassis with six plug-in circuit card assem-

blies. The front-panel is anodized and printed.

Forced-air cooling is provided by the fan in the Type 661,

which means that the oscilloscope system should be operated

with side panels in place. A constant temperature is import-

ant for proper operation of the instrument.

Dimensions

Height 7 inches, width 8Y, inches, depth 14 inches.

Weight

9 pounds, 9 ounces.

STANDARD ACCESSORIES

Standard accessories supplied with the Type 4S2A are

listed on the last pullout page at the rear of this manual.

For optional accessories available for use with this instrument,

see the current Tektronix, Inc. catalog.



NOTES



SECTION 2

OPERATING INSTRUCTIONS

Introduction

This section of the manual provides the basic information

required for operation of the Type 482A. The basic equiva-

lent-time sampling process is discussed first for the benefit of

those unfamiliar with sampling techniques, then operating

instructions are given to acquaint the operator with the Type

4S2A.

CAUTION

Turn off the oscilloscope power before inserting or

removing plug-in units.

BASIC SAMPLING TECHNIQUES

Sampling oscilloscopes are designed primarily to be used

for viewing high-frequency or fast-rise repetitive waveforms.

Most modern sampling systems accomplish this by taking

samples from each of many repetitions of a cycle of the input

signal, then reconstructing the waveform in equivalent time

on the CRT screen. To recreate a repetitive signal using the

sampling technique, samples must be taken over the portion

of the signal that it is desired to measure or display.

Starting with a basic sampling system such as that shown

in Fig. 2-1, the trigger circuit opens the sampling gate in the

vertical system and allows a sample of the incoming signal to

pass through. Such a system will sample only a fixed point

on a waveform. Likewise, the system cannot take a sample

on the leading edge of the signal because of the finite time

delay in the trigger circuit. However, if a delay is introduced

into the input circuit of the vertical system, the trigger circuit

will have time to open the sampling gate in the vertical sys-

tem just as the leading edge of the incoming signal reaches

the gate. Fig. 2-2 shows a sampling system block diagram

with a delay line added to the vertical system.

Although the system represented in Fig. 2-2 could sample

an incoming signal at one point on its leading edge, it could

not sample the signal over its entire duration. Instead, it

would consistently sample the same point on the signal each

time the system was triggered. In order to sample over the

entire duration of the signal, a stepping delay must be

introduced so that samples can be taken at successively later

and later points on the signal.

The delay circuit generally used in sampling systems pro-

duces an electronic delay by a method called trigger slewing

(see Fig. 2-3). When the selected trigger point of the input

signal occurs, the trigger circuit generates a trigger pulse,

which is applied to a fast-ramp circuit. The fast-ramp circuit

initiates a fast-falling voltage ramp, which is applied fo one

input of a comparator. The other input to the comparator is

a staircase voltage from a staircase generator. Each time the

fast-ramp voltage falls to the level of the staircase voltage,

the comparator activates the slewed pulse generator. The

stewed pulse generator generates a pulse which opens the

sampling gate, taking a sample, and at the same time steps

the staircase voltage one increment. On the next triggering

event, the fast-ramp voltage must fall to the new level of the

staircase voltage before a comparison can be made, thus

increasing the delay between the triggering event and the

generation of the slewed pulse. The length of time the slewed

pulse is delayed from the triggering event depends upon the

slope of the fast ramp and the level at which the staircase

voltage is resting. Thus, in a stepped fashion, the sampling

gate is opened at successively later instants with respect to

each initiating trigger.

VERTICAL PLUG-IN UNIT

\ |
| |
| T

| SAMPLING VERTICAL |
wy a | GATE AMPLIFIER |

= |
I

| _ _

_ TRIGGER

> CIRCUIT

Fig. 2-1. Circuit required for sampling at a fixed point on an input signal.
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Operating Instructions—Type 482A

Horizontal deflection voltages in a sampling system must

move the spot on the CRT in step with the slewed pulse.

Horizontal deflection voltage and a slewing voltage to the

comparator can be obtained from manual controls in many

instruments, but are normally obtained from the staircase gen-

erator, which increases the staircase voltage after each sam-

ple is taken, as previously explained.

In the discussion of a sampling system, the terms ‘equiva-

lent time” and “real time’ are often used. The basic differ-

ence between these two techniques is the number of cycles of

input signal required to present a single sweep or display on

the face of the CRT. In equivalent-time sampling the CRT

display is built up by taking one sample from each of many

repetitions of a cycle or other event in the input signal; in
real-time sampling the CRT display is built up of many sam-

ples taken from one cycle or event in the input signal.

Equivalent-Time Sampling

The equivalent-time portions of the sampling system are

shown in Fig. 2-3. The vertical channel uses an input bridge

that can take quick samples of the input signal, and a memory

circuit that remembers the level of each sample until another

sample is taken. The horizontal sweep is produced by the

staircase voltage which advances one step each time a new

sample is to be displayed. In triggered operation, one excur-

sion of the input triggering signal actuates the trigger circuit,

which then initiates one cycle of the sampling process to pro-

duce one dot of the CRT display. Each displayed sample

requires a separate triggering event.

The trigger circuit starts the operation of the fast ramp.

When the fast ramp rundown voltage becomes equal to the

existing staircase voltage applied to the comparator, the

comparator triggers the slewed pulse generator. In turn, the

slewed pulse generator pulses the sampling circuit and the

staircase generator. The sampling circuit takes a quick

sample of the signal level at the input, while the staircase

generator advances one step. The sampling memory output

is applied to the vertical amplifier and the new staircase out-

put level is applied to the horizontal amplifier. As soon as

the sample is taken, a dot is displayed on the CRT screen

at a level proportional to the input signal level at the moment

it was sampled. The dot remains stationary on the screen

until the next sample is taken.

Each subsequent triggering event initiates the same series

of sampling events, but since the staircase voltage moves

down one step each time, the fast ramp has to run down

slightly farther each time before the comparator can produce

a comparison pulse. In this way, the sampling event is

delayed by successively longer intervals and the samples are

taken successively later along the waveform with respect to
the triggering point. Each time a sample is taken, the dot

position on the CRT screen moves horizontally by one incre-

ment, and perhaps to a new vertical level. Since the sampling

channel is an error-sensing circuit, the vertical position of the

dot changes only if the input voltage level changes between

sampling points.

The sampling operation is triggered each time at the same

initial point on the triggering waveform, but the sample is

taken progressively later on the waveform, due to the increas-

ing delay between the triggering event and the time at which

the slewed pulse opens the sampling gate. In an equivalent-

time display, no two samples are taken on the same cycle of
the input waveform, though if the waveform is of a very high

frequency, several cycles may occur between samples, due

to the inherent recovery time (and resultant count-down) of
the trigger circuit.

Real Time Sampling

The primary advantage of real-time sampling is that it

extends the operation of the oscilloscope system down to low

frequencies without having to use additional plug-in units.

Moreover, single events can be clearly displayed by real-time

VERTICAL PLUG-IN UNIT

DELAY _— SAMPLING R
a an LINE GATE

VERTICAL

AMPLIFIER

Y
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CIRCUIT
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Fig. 2-2. Delay line added to the circuit of Fig. 2-1 so sampling takes place on the leading edge of the input signal.
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Operating Instructions—Type 4S2A

VERTICAL PLUG-IN UNIT
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Fig. 2-3. Block diagram and significant waveforms of a complete sampling system.
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Operating Instructions—Type 482A

VERTICAL PLUG-IN UNIT

| |
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Fig. 2-4. Block diagram of typical real-time sampling system.

sampling, whereas a repetitive signal is required for equiv-

alent-time sampling. However, the range of sweep rates

available for use in real-time sampling is from the slowest

rate available with the oscilloscope to about 0.1 ms/cm. At

the crossover point from real-time to equivalent time sam-

plaing, the display dots begin to have significant horizontal

dimension, due to their duration in real! time.

Fig. 2-4 shows the block diagram and Fig. 2-5 the wave-

forms of a typical real-time sampling system. The sampling

operation performed by the sampling unit is identical to that

performed in equivalent time, and some of the sweep and

triggering functions remain the same. In real-time mode,

however, the sampling process and the staircase advance are

not initiated by the input signal, but rather by a real-time

clock circuit or by free-running the trigger circuit. Both

methods require special circuitry to provide a gate circuit

with which the clock pulses or free-running trigger pulses are

gated on at the proper instant to obtain a stable display.

Trigger pulses to operate the gate circuit are obtained from

internal circuitry in some systems; in other cases they are

externally applied.

In real-time sampling, sweep rates are generally quite

slow (<1 ms/div}, and samples are taken at a rapid rate

continuously along the waveform as contrasted with equiva-

lent-time sampling where one sample is taken from each of

a series of repetitive waveforms. The CRT display is thus

made up of a series of dots that actually follow the changes

of the input waveform. Only one trigger event is required

per sweep (as in a conventional non-sampling oscilloscope},

rather than one trigger per sample as in equivalent-time

sampling.

OPERATION OF THE TYPE 482A

General Information

The Type 452A is designed to operate with the Tektronix

Type 661 indicator oscilloscope and a sampling time base

2-4

unit such as the Type 5T3. By using equivalent-time sampling

techniques, the sampling oscilloscope system described is

capable of viewing repetitive waveforms with risetimes in

the 90 picosecond range or frequencies up to 3.5GHz or

more. The equivalent time display is produced by taking one

sample from each of many cycles of the waveform and recon-

structing the waveform on the CRT screen. A bright CRT dis-

play is produced, since each displayed dot is momentarily

stationary. The system described also permits the use of real-

time sampling techniques, where the display is constructed by

taking many samples from each repetition of the waveform or

triggering event.

When operated as part of a sampling system with the Type

661 Oscilloscope, the Type 482A is a dual-channel, servo-

type, slide-back sampling unit. Each channel contains a

sampling gate and rachet memory. The sampling principle

is essentially that of an error signal device that corrects a

memory output voltage each time a sample is taken. An

internal trigger pick-off {Channel A only) provides trigger

signals to the associated timing unit.

A minimum deflection factor of about 2/4; mV/cm permits

viewing of low-level signals or portions of signals with a

peak-to-peak value up to 1 volt. High resolution amplitude

measurements can be made of any waveform, or any part of

a waveform, through the use of the +1-volt DC OFFSET con-

trols. Front-panel terminals permit voltmeter measurements

of the offset voltage, at 100 times the internal -1-volt maxi-

mum signal offset value.

At minimum deflection factors, random noise can be

reduced by the use of the SMOOTHING controls. Smoothing

does not significantly affect the display risetime, but will

reduce noise if each sample taken represents only a small
increment of the total signal amplitude.



Operating Instructions—Type 452A

(1A)

REPETITIVE

INPUT

SIGNAL |

(1B) ‘

EQUIVALENT-TIME ‘
DISPLAY ‘\

to ieieesteenis ahead) Gaaleeiennienh pieeiensl af

(2A)

INPUT

SIGNAL

(2B) eecoeoereeneveeoee,

REAL-TIME

DISPLAY e

(2€)

REAL-TIME LELEELE LEE EEE
CLOCK

Fig 2-5. Comparison between sampling equivalent-time and real-time adapter.

Functions of Front-Panel Controls and Connectors

All controls and connectors required for the normal opera-

tion of the Type 482A are located on the front panel of the

unit (see Fig. 2-6). To make full use of the capabilities of the

instrument, the operator should be familiar with the function

and use of each of these controls and connectors. Brief

descriptions are presented in the following tabutation and

further information, if necessary, is included later in this sec-

tion under an appropriate heading. The nature of the input

signal and the display desired will determine the setting of

the controls.

MODE Switch This switch selects one of five operational

modes as follows:

A ONLY; Only Channel A is displayed

B ONLY; Only Channel B is displayed

DUAL-TRACE; The signal outputs of the two

channels time share the display, the switch-

ing rate being about 50 kHz.

VERT POSITION

Controls

MILLIVOLTS/

CM Switches

VARIABLE

Controls

A VERT B HORIZ; With the Type 661

Sweep Magnifier at 1, Channel A pro-

vides the vertical deflection and Channel

B provides the horizontal deflection. This

mode provides X-Y operation at full band-

width.

ADDED ALGEB; Both channels are com-

bined to display the algebraic sum or dif-

ference of two signals as a single trace.

These controls provide about 10cm of

vertical trace positioning.

These controls permit selection of the de-

sired vertical deflection factor. For exam-

ple, with the MILLIVOLTS/CM switch at

100, each major division of vertical deflec-

tion corresponds to 100 millivolts of applied

signal.

The three-to-one range uncalibrated VARI-

ABLE controls make possible a decreased
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Operating Instructions—Type 452A
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deflection factor at each position of their

associated MILLIVOLTS/CM switch. These

controls decrease the minimum deflection

factor of each channel to about 7 milli-

volt /em.

SMOOTHING These are gain controls in the servo ampli

Controls fiers that permit reduction of random
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used to cancel the DC components of a

signal and permit the viewing of small AC

components. Also, chosen portions of a

waveform can be kept relatively fixed on

the face of the CRT as the deflection factor

is changed. By monitoring the voltage at

the OFFSET MONITOR jacks, highly accu

rately display voltage-clfference measure

ments can be made (see Use of The DC

OFFSET Control Page 2:8, this section)

The voltages at these jacks are 100 times

the offset vollages applied to the verlical

signals, By monitoring these jacks and us

ing the DC OFFSET controls, accurate volt

‘age-difference measurements of all or par!

of the displayed signals can be made.

When these switches are in the NORMAL

position, the CRT display has the same

polarity as the applied signal (4 up and

a



— down). By placing one DISPLAY switch

at NORMAL, the other at INVERTED, and

the MODE switch at ADDED ALGEB, the

difference of two signals can be presented

as a single trace.

These are 502 GR Type 874 connectors

to which the input signals are applied.

Each channel has its own 50 Q termination,

sampling bridge, and feedback system.

PROBE POWER These jacks provide heater and plate power

Jacks for Tektronix cathode follower probes and

other accessories.

INPUT 500

Connectors

A-B BAL This is a screwdriver adjustment of Chan-

nel A gain. (Channel B gain adjustment is

internal.) The A-B BAL control permits the

gain of Channel A to be adjusted +10%

to equal the Channel B gain. This control

is useful when making common mode and/

or differential measurements.

Auxiliary Signal Outputs

The Type 482A has two auxiliary output signal connections

{in addition to the regular vertical signals to the CRT). The

two outputs are connected internally to the Type 661 front

panel and are available at the connectors labeled SIGNAL

OUTPUTS, VERT A and VERT B, both at 200 mV/cm through

10 kQ. External loading of the signal output leads does not

disturb normal sampling operations or the CRT display. The

two auxiliary outputs are for use by external analog paper

recorders or oscilloscope monitors.

First Time Operation

Since the Type 482A 500 Dual-Trace Sampling Unit is

normally used as: part of a complete sampling system, it is

necessary that the operator be familiar with the operating

instructions for the other units of the system.

CAUTION

Turn off oscilloscope power before inserting or

removing plug-in units.

Installing and Removing the Type 452A. With the Type

661 power off, begin plug-in insertion by placing the gray

locking latch perpendicular to the oscilloscope front panel,

then push the Type 482A as far into the cell as possible.

Move the locking latch flush to the panel. This locks the

plug-in in place.

To remove the plug-in, first turn off the power, move the

gray locking latch perpendicular to the front panel, then

withdraw the unit.

Familiarization. The first 6 steps of the following pro-

cedure describe setting up a sampling system consisting of a

Type 661 Oscilloscope, 5T3 Timing Unit, and 452A 500

Dual-Trace Sampling Unit to obtain a CRT display. The

remaining steps of the procedure are given to demonstrate

the basic operation of the Type 4S2A front-panel controls.

if the operator is not already familiar with the operation of

the Type 661 Oscilloscope and Type 5T3 Timing Unit, he

®

Operating Instructions—Type 4$2A

should read the First Time Operation portions of the manuals

for these instruments before proceeding.

1. With the Type 661 Oscilloscope power turned off, insert

the Type 4S2A into the plug-in compartment.

2. Set the oscilloscope Intensity control counterclockwise.

3. Connect a 500 cable with GR connectors between the

oscilloscope Amplitude/Time calibrator Output Into 50 2 con-

nector and the Type 452A CHANNEL A INPUT 50 con-

nector.

4. Set controls as follows:

Type 661

Horizontal Display Sweep Magnifier <1

Position and Vernier Centered

Amplitude/Time 1000 mV Amplitude, 1
Calibrator pSEC/Cycle

Intensity Counterclockwise

Focus and Astigmatism Centered

Type 5T3

.2 pSEC (Magnifier en-

gaged with Time

Position Range)

Equivalent Time/Cm

Equivalent Time/Cm Cal (counterclockwise

Variable at detent)

Equivalent Time 20

Samples/Cm

Time Position Clockwise

Time Position Fine Centered

Sweep Mode Norm

Real Time/Cm 5 mSEC

Real Time/Cm Cal (counterclockwise

Variable at detent)

Real Time Sampling 100 ke

Rate

Triggering Level Clockwise

Stability or UHF Clockwise (but not at

Sync Auto Recovery detent)

Trigger Source FREE RUN

Slope +

External Trigger Mode 1 MQ AC

Type 482A

MILLIVOLTS/CM 200

MILLIVOLTS/CM CALIBRATED

VARIABLE

Mode A ONLY

VERT POSITION Centered

DISPLAY NORMAL

DC OFFSET Centered (2.5 turns)

SMOOTHING NORMAL
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Operating Instructions—Type 482A

5. Turn on the oscilloscope power and allow 2 to 3 min-

utes of warm-up time.

6. Turn the oscilloscope Intensity control clockwise for

normal trace intensity.

7. Turn the Timing Unit trigger source switch to INT and

adjust the triggering level and stability controls for a stable,

triggered display.

8. Adjust the oscilloscope focus and astigmatism controls

for the smallest dots possible, with equal horizontal and verti-

cal dimensions of the dots.

9. Adjust the oscilloscope horizontal position controls so the

trace strats at the left edge of the graticule.

10. Adjust the Type 452A DC OFFSET and VERT POSITION

controls to position the trace near the CRT horizontal center

line. Switch the DISPLAY switch back and forth between

INVERTED and NORMAL while readjusting the DC OFFSET

and VERT POSITION controls until the trace does not shift

vertically when the DISPLAY switch is switched back and forth.

11. Set the oscilloscope calibrator mV Amplitude control

to 10 and the Type 4S2A MILLIVOLTS/CM control to 5. Re-

center the display with the VERT POSITION and DC OFFSET

controls. Adjust the Type 5T3 triggering level control for a

stable display.

12. Turn the Type 5T3 Samples/Cm to 5 and the Type

4S2A SMOOTHING control fully counterclockwise. Notice

the decrease in display amplitude, due to the combination

of full smoothing and low dot density. This illustrates the

need for a relatively high dot density when smoothing is

used. However, the use of the SMOOTHING control per-

mits reduction of display noise.

13. Return the MILLIVOLTS/CM switch to 200 and the

mV Amplitude switch to 1000. Center the trace and obtain

a stable triggered display.

14. Insert a 10 attenuator in the signal path and re-

adjust the triggering controls for a stable display.

15. Set the VERT POSITION control to midrange.

16. Center the trace with the DC OFFSET control.

17. Turn the VERT POSITION control through its range of

rotation. The overall range of the control is more than 10 cm,

thus positioning the display off-screen both upward and

downward. Leave the VERT POSITION control at midrange.

18. Turn the DC OFFSET control fully counterclockwise,

then fully clockwise {the knob is designed to slip when the

control reaches the end of its range}: Notice that the posi-

tioning capability of the control is more than --5 cm, repre-

senting -1 volt at this 200 mV/cm deflection factor.

19. Set the MILLIVOLTS/CM switch to 20. Turn the DC OFF-

SET control and notice that the display positioning capa-

bility has increased, since at this deflection factor the +1

volt offset provides --50cm of positioning. (At 2mV/cm

the positioning range is +500 cm.}

20. Place a GR 874 T connector on the cable from the

oscilloscope’s Amplitude/Time calibrator. Connect two

cables of identical electrical length to the T connector and
apply the calibrator signal to both channels of the 4S2A.
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21. Turn the MODE switch to DUAL TRACE and obtain a

dual trace display.

22. Turn the MODE switch to ADDED ALGEB. Note the

addition or subtraction of the two inputs as either DISPLAY

switch is switched back and forth between its two positions.

23. Turn the MODE switch to A VERT B HORIZ. Using the

Channel A VERT POSITION control and either the Channel

B DC OFFSET control or the Type 661 (horizontal) POSITION

control, center the display both vertically and horizontally.

If the two input cables are electrically identical, the display

should be a straight line running diagonally across the screen.

If the two cables are not identical, or if there is unequal

phase shift in the two channels, the display will be an ellipse.

Use of the Smoothing Control

Time and amplitude noise may be objectionable when

operating at minimum deflection factors or maximum sweep

rates. This is often important when making documentation

photographs. The SMOOTHING contro! in the amplifier feed-

back loop reduces the channel loop gain to allow random

noise reduction.

The SMOOTHING control will normally not affect the rise-

time of the display unless the interval between samples is a

significant percentage of the total signal amplitude. To test

whether or not the SMOOTHING control is degrading the

display, change the timing unit Samples/CM switch by a

factor of 2 or more and observe the amount of change in the

waveform display. If the change is significant, the SMOOTH-

ING control ts not substantially affecting the dot transient

response. Fig. 2-7 shows the advantage of using the

SMOOTHING control when observing low-level signals.
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Fig. 2-7. 10mV 10 MHz calibrator signal. Upper trace, normal
SMOOTHING. Lower trace, full SMOOTHING.

Use of the DC Offset Control

The DC OFFSET control for each channel of the Type 452A

can be used in conjunction with the OFFSET MONITOR jack

for making accurate DC measurements of the inout waveform.
The procedure for using DC offset for measuring voltages is
given under Voltage Measurements, later in this section.



Each DC OFFSET control also permits cancellation of the

effects of a relatively high (up to --1 volt) DC voltage in

the presence of a low-amplitude signal. By adjusting this

control to cancel the DC voltage, any particular level of the

display {such as peak points) can be made to remain at the

same position of the CRT screen while switching between

various steps of the MILLIVOLTS/CM switch.

To adjust the DC OFFSET control for observation of a

particular level of the waveform, proceed as follows:

1. Obtain a display of the input waveform in the usual

manner.

2. Set the MILLIVOLTS/CM switch to the lowest deflection

factor (highest sensitivity) to be used. With the DC OFFSET

control, move the selected level of the display to the grati-

cule center horizontal line.

3. Switch the MILLIVOLTS/CM to the highest deflection

factor to be used. Again center the selected level on the

graticule, this time with the VERT POSITION control.

4. Repeat steps 2 and 3 for the final adjustment.

Now leave the DC OFFSET control in this final position

while making observations of the display. The selected level

will stay at the same vertical position on the CRT screen

while the MILLIVOLTS/CM switch is rotated between its var-

ious positions. See Fig. 2-8. Use only the VERT POSITION

controls for moving the display vertically on the CRT screen.
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Fig. 2-8. Display of Delayed Pulse output held stable at the level

of the dashed line through use of the DC OFFSET control.

CONNECTING THE INPUT SIGNAL

When connecting the signal from the source to the Type

452A, many factors must be taken into consideration. These

factors include loading of the source, signal losses in the

cables, time delay, coupling and attenuating the signal, and

matching impedances. This portion of the manual discusses

these factors with respect to the vertical input signal.

®
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CAUTION

Signal level at the input connectors must not exceed

the values listed under Dynamic Range on Page

1-2,

General Considerations

The Type 482A is designed with 50-ohm transmission line

input circuits. The signal to be displayed may be connected

to either INPUT 509 connector. Both are GR 874, 50 ohm

connectors and should be mated to a 50-ohm cable with the

same type connector.

The 50-ohm input circuits permit the input terminals to

be extended a reasonable distance through 50-ohm cables

while maintaining the same input characteristics. A 50-ohm

signal source can drive a 50-ohm cable directly for a distance

of several feet without significant loss; however, the use of

overly long cables should be avoided. If it is necessary to

use other than 50-ohm cables, suitable matching devices

should be used to couple between the cables or inputs that

have different characteristic impedances.

Another factor to be considered is the signal velocity of

propagation within the coaxial cables. This becomes import-

ant when making time-difference measurements between two

signals in a dual-trace or X-Y operation. The two signals

should travel through coaxial cables which have identical

losses and delay times in order to preserve their time and

amplitude relationships.

For relatively high-impedance measurements of nanosecond

signals, special passive or cathode-follower signal probes are

available for use with the Type 4S2A Sampling Unit. Some

of these probes are described in the following paragraphs.

Passive Probes

The Tektronix P6034 10> Probe and the P6035 100 Probe

are moderate-resistance passive probes designed for use with

50-ohm systems. They are small in size, permitting measure-

ments to be made in miniaturized circuitry. Power rating is

0.5 watt up to a frequency of 500 MHz. Momentary voltage

peaks up to 500 volts are permissible at low frequencies, but

voltage derating is required at higher frequencies. Charac-

teristic data is given in the probe instruction manuals.

The P6034 10 Probe places 500 ohms resistance and less

than 0.8 pF capacitance in parallel with the signal source at

3.5 GHz. Risetime is 100 ps or less (10% to 90%). At 1 GHz

the input resistance is about 300 ohms and the capacitive

reactance is about 450 ohms.

The P6035 100° Probe places 5kQ resistance and less

than 0.7 pF capacitance in parallel with the signal source

at low frequencies. Bandwidth of the probe is DC to approxi-

mately 1.5 GHz. Risetime is 200 ps or less (10% to 90%). At

1 GHz the input resistance is about 2kQ and the capacitive

reactance is about 4500.

The P6026 Passive Probe, also designed for use with 50-

ohm systems, has a bandwidth of DC to approximately 600

MHz when DC-coupled, and a risetime of 600 ps or less. The

probe consists of a coaxial cable, connectors, AC-coupled and

DC-coupled 50-ohm terminations, and seven attenuator heads
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with attenuation factors from 5 to 5000. One of the 50-ohm

terminations must be used with the attenuators in order to

attain the stated attenuation. The various heads cannot be

stacked to obtain other values of attenuation.

Cathode-Follower Probes

The Tektronix P6032 Cathode-Follower Probe is a high-

impedance, high-frequency probe for Tektronix sampling

systems. Bandwidth is DC to approximately 850 MHz and

risetime is 400 ps or less. Seven attenuator heads are pro-

vided, with attenuation factors from 10X to 1000 for the

combination of probe and attenuator. Input resistance is 10

megohms at DC. The parallel capacitance ranges from 1.3

pF to 3.6 pF, depending on the attenuator head used. At 1

GHz, the capacitive reactance is about 100 ohms and the

input resistance is about 100 ohms for the 10 attenuator

and 2 kilohms for the 1000 attenuator.

The advantage of the cathode-follower probe is the high

input resistance and low capaitive loading at moderately

high frequencies. Dynamic characteristic data is given in the

probe instruction manual.

Type 282 Probe Adapter

The Type 282 Probe Adapter (Tektronix Part No. 015-

0074-00) is designed to permit the use of high-impedance

probes such as the P6011 with 50-ohm sampling systems. Sys-

tem risetime is slower when using a high-impedance probe

and the Type 282, but the input impedance is raised fo the

megohm range. Power for the Type 282 is taken from the

4S2A front-panel Probe Power connector.

Built-In Probes

Another satisfactory method of coupling fractional nano-

second signals from within a circuit is to design the circuit

with a built-in 50-ohm output terminal. With this method,

the circuit can be monitored without being disturbed. When

the circuit is not being tested, a 50-ohm terminating resistor

can be substituted for the test cable. If it is not convenient

to build a permanent 50-ohm test point, an external coupling

circuit (which may be considered a probe) can be attached

to the circuit.

A Probe is built to transfer energy from a source to a load,

with controlled fidelity and attenuation. It must be equally

responsive to all frequencies within the limits of the system,

be able to carry a given energy Jevel, and be mechanically

adaptable to the measured circuit. The probe must not load

the circuit heavily or the display may not present a true

representation of the circuit operation. Heavy loading may

even disrupt the operation of the circuit. A base-band nature

(DC to some upper frequency} is not required of all probes,

as some needs lie only within a specific bandwidth.

Fig. 2-9 shows three coupling methods. In the parallel

method (Fig. 2-9A), a resistor (R;} is connected in series with

the 50 2 input cable to the Type 482A. R, + 50 ohms is then

placed across the impedance in the circuit under test. A

reasonable maximum circuit loading might be when the total

resistance of R, plus the 50-ohm input of the Type 452A is

5 times the impedance in the device (R, in parallel with Z,),
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requiring only 20% correction. The ground lead must be very

short. The physical position of R, affects the fidelity of the

coupling. This method usually requires use of an amplitude

correction factor to the display.

R x Zz, 9

Ale +z, 5 (R + 50%)
°

AAA >
Z6

Ry
>) Type 452A

ye) 2) signal IN

Type 452A

SIGNAL IN

= R,

R Z
L fe)

(C) For R < 2002
L °

100 2

Ns mney, 50 ©) Type 452A
SIGNAL IN

Fig. 2-9. Built-in probes for coupling to a test circuit. (A) Parallel

method; (B) series method; (C) reverse-terminated parallel method.

In the series coupling method (Fig. 2-9B}, the 50-ohm input

of the Type 4S2A replaces the impedance in the circuit

under test. If the replaced impedance (shown as R,) is more

than 50 ohms, place a resistance in series with the cable

input to the 4S2A. The size of this resistance, plus 50 ohms,

should equal the original impedance in the circuit. If R,

equals 50 ohms, simply substitute the cable to the Type 482A

input with no additional series resistance. It is best to locate

R, in the original position of R, and ground the coaxial cable

where R. was.grounded. When not testing, a 50Q resistor

can replace the 50 cable.

A variation of the parallel method is the reverse terminated
network shown in Fig. 2-9C. This system is highly versatile
and may be reasonably used across any impedance up to

®



Statically R “ R: + Ra Rr; 0.1 meg to 100 meg
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!
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Statically: R ~~ 100k to 1 meg

7 2 to 3 pF

B. CATHODE FOLLOWER

i

|
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{
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Statically: R ~ 0.1 meg to 10 meg

2 to 10 pF

High static R; poor dynamic range.

Drives delay cable.
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I. PASSIVE
A. TERMINATED CABLE Z,

1. Single Termination <4——“~/“~— Low static R, good high speed response.

t Example: P6035 Probe
tL 

Pp

Re ae Z. >» = 502 R = 5k
| Attenuation = 100X

41 ____

Statically: R == Attenuation * Zo

CX VW pF

92. Double Termination Low static R, good high speed response.

; Zo Double termination reduces reflections.

R cae Zo Zo Example: P6026 Probe
Z = 502 R = 5002

z Attenuation = 20X

Statically; R = Attenuation X >

C = \% pF

CG

B. NON-TERMINATED CABLE

zs ce R > Z,

' Ri R
R—e Kc a Ri. C. High static R, limited high speed response.

|

ee

High static R.

Kickback disturbs display baseline.

Most sensitive system.

Example: P6038 Probe

Example: P6032 Probe

Fig. 2-10. Types of non-loading voltage-sensing probes.
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about 200 ohms. At higher source impedances, circuit load-

ing requires more than 20% correction. The 0.01 uF capa-

citor in the probe network blocks any DC component and

protects the resistors. Use of the 0.01 uF capacitor is

optional.

When it is necessary to AC-couple the probe, the capacitor

should be placed between the series resistance and the probe

cable to minimize differences between the input character-

istics with and without the capacitor. In this 50-ohm environ-

ment, stray capacitance to ground has a shorter and more

uniform time constant than if the capacitor were placed at

the signal source where the impedance is usually higher and

of unknown value.

The two 100 resistors (Fig. 2-9) placed directly across

the cable input serve to reverse-terminate any small reflec-

tions due to imperfect connectors, cables, attenuators, etc.

If signals of short duration are to be observed, the reflec-

tions may occur off the oscilloscope time-base {to the right}

and will not be seen. Or if reflections of a few percent are

unimportant, then the two resistors can be deleted with a

two times increase in signal. In general, the two 1000

resistors are needed only when observing signals at high

gain, or when a small reflection will distort the display.

Voltage-sensing, non-loading probes can be grouped into

the four basic categories shown in Fig. 2-10. Since a remov-

able probe must be designed with the same electrical para-

meters as a built-in probe, no distinction will be made

between the two. The types shown in Fig. 2-10 {[A1} and (IA2}

are of primary interest for sampling work because of the good

high-speed response. Small passive probes of the type shown

in [Al are available with risetimes of 100 picoseconds and

200 picoseconds.

Major limiting factors when building attenuator probes

are the resistor characteristics at fractional nanosecond

speeds. In constructing built-in signa! probes, it is advan-

tageous to use '4, or Vg watt resistors since their small size

aids in obtaining good high-frequency response. Fig. 2-11

shows the equivalent circuit of a deposited carbon resistor

with normal axial leads. Because of these equivalent circuit

characteristics, frequency compensation of the terminated

cable probes of Fig. 2-10 (IA) requires the special construc-

tion techniques shown in Fig. 2-12.

The static input resistance of signal probes is measurable

with an ohmmeter, but the ohmmeter reading tells very

little about a probe's operation at high frequency. At high

frequencies, the input resistance drops to a value equal to

either the transient damping resistance or the resistance

of the termination. The drop in input resistance with increas-

ing frequency is due to the drop in reactance of the com-

Cc

\L
it

R L

Ot 00 0

R = Normal resistance, modified by skin effect.

C = Axial capacitance, end-to-end.

Typically 0.1 to 0.5 pF.

Ca = Distributed radial capacitance, ~1/3 pF per cm of

1. Ca varies by a factor of 2, depending on third

terminal distance.

L = Series inductance, ~3.3nH/cm. Value varies

+ 200%, depending upon current return path.

Inductance can be increased by manufacturing

methods, for example, using a spiral configuration.

Examples:

1. 1002, 1/2 W, 11/2em.C & 0.1 pF Ca & 1/3 X 11/2

= 1/2pFL 3.3 X 11/2 = 5m.

RC = 10 ps and L/R = 50 ps.

Cy divided in 3 places;

Center: Ca/2; each end Ci/4

R/4 X Cu/4 = 100/4 X& 1/8 = Ips.

2. 1000 92, 1/2 W, 11/2cm. RC = 100 ps and L/R

= Sps. RCa/16 = 30 ps.

1. Equivalent circuit of voltage-monitoring probe.

~ a 52,

2. C: is added to corrcet for normal ‘‘drippble-up"

resulting from distributed capacitance Cu.

i
-T- -

{ou Z, So --
with C. small

Response to

fast step:

3. To correct for ‘‘hook C: is increased, C; added.

Fae,
with C, larger

with C, added

Fig. 2-11. Equivalent circuit and environment of a deposited carbon
resistor,
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Fig. 2-12. Fractional nanosecond compensation of low resistance
passive probes.
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pensating capacitor across the input resistor, exposing the general curve showing that the apparent input capacitance

low-resistance parts of the probe to the input. Fig. 2-13 shows at the 3-dB down point is double the low-frequency value.

general curves of the types of probes shown in Fig. 2-10. Thus, when using probes to measure fractional nanosecond

Since the input resistance is down at high frequencies, pulses, the signal source impedance must be low enough to
any series inductance wil! be significant. Fig. 2-14 shows an drive the increased capacitance in order to ensure good dis-

equivalent circuit of a common high-speed probe with a play fidelity.
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Fig. 2-13. Input resistance drop of some signal probes shown in Fig. 2-10. 1. Terminated cable; 2. Non-terminated cable; 3. Cathode-fol-

lower;

®

4. Direct-sampling.
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Fig. 2-14. Equivalent circuit of a high speed probe at frequency

“f' and general input reactance curve to a frequency past the point

of resonance.

To use a signal probe and obtain good display fidelity

requires not only knowledge of the probe, but also of the

circuit being measured. Fig. 2-15 is a simple example of how

a signal can be distorted by the measuring system.

Fig. 2-15E shows the normal waveform at the transistor

collector before connecting the probe. When the probe is

connected in the manner illustrated, and the transistor is off,

E, drops to V.</2 due to the voltage division between R, and

the probe resistor. Fig. 2-15F is the collector waveform with

the probe connected. The initial step readily follows the

input because R; is very low compared to R, or the probe

resistance. However, when the transistor turns off, the wave-

form rolls off slightly because R; becomes very high and

discharge is through the two 1 kQ resistors in parallel. This

waveform distortion could be nearly eliminated by using

a probe with a higher input resistance.

The loss in amplitude in Fig. 2-15F can be eliminated by

insertion of a coupling capacitor at the input to the Type

AS2A (Fig. 2-15D). In this case the initial step will still be

fast, and the turn-off will be only slightly slower than before.

Due to the AC-coupling, the voltage level will shift to center

on the average signal level (Fig. 2-15G).

Use of the series method of coupling would be difficult

in this example, unless the chassis of the device under test

could be isolated from the oscilloscope chassis ground.

Coaxial Cables

Signal cables that connect the vertical signal from the

source to the Type 452A INPUT 50 connectors should have

a characteristic impedance of 50 ohms. Impedances other

than 50 ohms will cause reflections that make it difficult to
interpret the display. High-quality, low-loss coaxial cables

should be used to ensure that all the information obtained at

the source is delivered to the 482A input. If it is necessary

to use cables with characteristic impedances other than 50
ohms, suitable impedance-matching devices should be used.
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(A) Circuit being measured.

+ Vee

Ri

1k

INPUT 1k 502

rau 9 qq —_—_4

{B) Equivalent circuit with transistor turned off.

Ri,
-_—{

Tk

E, > 1k

~«-—

(C) Equivalent circuit during transistor turn-on.

1k

Rr is transistor saturation resistance.

(D) Equivalent circuit of probe with coupling capacitor

at 482A input.

Oo +

; k
=

o «1

(E) Normal transistor collector waveform.

TTT TTS CTS OV

(F) Transistor collector waveform with probe connected.

-~ oe eee + Vee

\ la + Vec/2

- STS rr re Ov

(G) Transister collector waveform with probe and
coupling capacitor connected.

Fig. 2-15. Typical measurement problem, Waveform distortion pro-
duced by test probe must be taken into consideration.
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The characteristic impedance, velocity of propagation and

nature of signal losses in a coaxial cable are determined

by the physical and electrical characteristics of the cable.

Losses caused by energy dissipation in the dielectric are

proportional to the signal frequency, therefore much of the

high-frequency information in fast-rise pulse can be lost in a

very few feet of interconnecting cable.

Fig. 2-16 shows the relative increase in output signal rise-

time when a step input signal is passed through several

types of commonly used 50-ohm coaxial cables. This increase

in output risetime must be taken into consideration when mak-

ing risetime determinations. For example, a length of cable

with a 225-ps output risetime degrades a 500-ps input rise-

time by about 10%. (This can be determined by the root of

the sum of the squares formula.) As can be seen from the

graph, it takes only 6 feet (9 ps} of RG-58A/U cable to cause

this 10% change. However, it takes about 15 feet (22.5 ns)

of RG-8A/U or 80 feet (95ns) of Spir-o-line to cause the

same amount of change. If signal delay greater than 60 ns

is required, the use of a Tektronix Type 113 Delay Cable is

recommended.

100 "4
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0.01! L
1 10 100 1000

Cable Length (feet)

Fig. 2-16. Output signal risetime in response to a step input, given

as a function of cable jength for some common coaxial cables.

It is important to note that the risetime of the transmitted

signal deteriorates approximately in proportion to the square

of the length of the cable. As an illustration, a 500-ps rise-

time is increased to 1000 ps (100% increase) by a length of

cable with a risetime of about 867 ps. From Fig. 2-16 it

is seen that approximately 10 feet (15 ns} of RG-58A/U, 25

feet (37.5 ns} of RG-8A/U or 115 feet (137 ns} of Spir-o-line

will cause this amount of risetime change. Comparing this

result with the previous determination, it is seen that a 67%

increase in cable length produces a 900% increase in rise-

time deterioration for the 500-ps pulse risetime.

Due to the high-frequency losses in coaxial cables, the

0-50% half-impedance risetime (T nought, T,) is often used

instead of the 10%-90% risetime of the coaxial cable out-

put.

Occasionally, it may be desirable to use long 50-chm

cables to move reflections out of the time window of interest

cy
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{delayed by double the transit time of the cable). Keep in

mind, however, the degrading effect that long lengths of

delay cable have on the pulse risetime.

Attenuation

if the signal amplitude at the source is too great, use an

attenuator probe and/or externally-connected T-Attenvators.

The attenuators that are used must have a bandwidth to

about 4 GHz to avoid reducing the performance of the sys-

tem. High-quality 50-ohm attenuators are available with

attenuation factors of 10X, 5 and 2X. When the attenua-

tors are stocked, their attenuation factors multiply. Thus, two

10 X attenuators produce a 100X attenuation factor.

Impedance Matching

To provide a smooth transition between devices of dif-

ferent characteristic impedance, each device must encounter

a total impedance equal to its own characteristic impedance.

Thus, when a signal is applied to the Type 482A INPUT 50 9

connectors, if the source impedance of the signal is not 50

ohms, a suitable impedance-matching device must be pro-

vided. If the impedances are not matched, reflections and

standing waves in the cables result in distortion of the dis-

played waveform.

in many cases, insertion of a 50-ohm attenuator in the

signal path will provide an approximate impedance match

and will absorb most reflections. It should be noted, how-

ever, that the attenvation factor will not be the same as it

would be if the impedances were the same on both sides.

Fig. 2-17 illustrates a simple resistive impedance-matching

network that provides minimum attenuation. To match

impedances with the network, the following conditions must

exist:

(Ri + 22) Re ; ZiRz
R + Z) +R. must equal Z,; and Ry + 74 must

equal Z.,

Therefore:

RR, = Z,Z.; and R\Z, — Rz (Z. -- Z,)

and Rk. = Z,

As an example, to match a 50-ohm system to a 125-ohm

system:

Z, = 50 ohms; and Z,; = 125 ohms.

Therefore:

R, =,/ 125 (125 — 50) = 96.8 ohms

| 125
and R. 50 126 — 50 7 64.6 ohms
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When constructing such a device, the environment sur-

rounding the components should also be designed to provide

a transition between the impedances. Keep in mind that the

characteristic impedance in a coaxial system is determined

by the ratio between the outside diameter of the inner con-

ductor and the inside diameter of the outer conductor (Z,

= 138 log 10 D,/D,}.

Zz, A Ry fa 29

TZ Ry Zz

~ Z, <Zy

To match impedances:

R, Ry = Z, Zq and R, Z, = Ry (Z4 — Z,)1 *2 1 “2 1

[iz
or: Ry =Zy Zy — %) ond R, = Z, 2

’ 2 2 2-2,

Voltage attenuation seen from Z, end:

1<A, <2

Voltage attenuation seen from Zo end:

R, | R 1
A, =—+— i2=atzt

1< A, < 2Z4/2,

Fig. 2-17. Simple resistive impedance-matching network providing

minimum attenuation.

Though the network in Fig. 2-17 provides minimum atten-

vation for a purely resistive impedance-matching device, the

attenuation as seen from one end does not equal that seen

from the other end. A signal applied from the lower imped-

ance source (Z,) encounters a voltage attenuation (A,) that

may be determined as follows:

E,—E E,
Since: IR, = IZz; a? =3

E, Ry
Therefore: Ay = E72 +1: (1 <Ay <2)

2 2

A signal applied from the higher impedance source (Z:)

will encounter a greater voltage attenuation (A.} that may be

determined similarly:

&B-8 8 | &Since IR, = IR, + IZ; — & =k +4 Zz

Therefore: Ap = fe = i +4 a +4;
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(l< Ar < S*)

In the example of matching 50 ohms to 125 ohms,

96.8
AL = fog +1 = 17;

96.8
and A, = 77, + 1 = 444

Note that if the 50-ohm source were used for pulsing a

high-impedance load, R: would approximately equal the

impedance of the load (high R) and R, would approximately

equal the 50 ohms of the pulse source. In this situation, volt-

age attenuation would be about 2.

If a low-impedance load (<<50 ohms) were to be encoun-

tered, the 50-ohm pulse source would be the Z. source. If

the load impedance were to approach 0 ohms, the value

of R, would then approach the load impedance (low R).

Voltage attenuation in this case would become quite sig-

nificant:

22,
Attenuation = —=-

100 .
7 = 7 (very high)

The illustrated network can be modified to provide dif-

ferent attenuation ratios by adding another resistor (<R;} in

series between Z, and the junction of R; and Ry.

MEASUREMENT TECHNIQUES

Voltage Measurements

Vertical displacement of the CRT trace is directly propor-

tional to the voltage at the INPUT connector of the Type

4S2A. (For A VERT B HORIZ operation, the horizontal dis-

placement is proportional to the voltage at the Channel B

INPUT connector.) The amount of displacement for any given

voltage can be selected with the MILLIVOLTS/CM switch.

To provide sufficient deflection for best resolution, set the

MILLIVOLTS/CM switch so the display spans a large portion

of the graticule. When measuring between points on a dis-

play, be sure to measure consistently from either the top or

the bottom of the trace. This will avoid including the width of

the trace in the measurements.

Voltage Measurements from Display. To make a volt-

age-difference measurement between two points on a display,

proceed as follows:

1. Using the graticule as a scale, note the vertical deflec-

tion, in divisions, between the two points on the display.

Be sure the VARIABLE control is in the CALIBRATED posi-

tion,

2. Multiply the divisions of vertical deflection by the

numerical setting of the MILLIVOLTS/CM switch and the

attenuation factor, if an attenuator or probe is used. The

product is the voltage difference between the two points

measured,

As an example, Fig. 2-18 shows 2.4 divisions of deflection
between two points on the display. With the MILLIVOLTS /
CM switch set at 50, multiply the 50 by 2.4, the amount of
deflection, to obtain a product of 120 millivolts. This is the
voltage at the INPUT connector of the Type 452A. Assuming

@



there is a 10% attenuator between the voltage source and

the INPUT connector, multiply the 120 millivolts by 10, the

attenuation factor, to obtain 1200 millivolts {1.2 volts) as the

voltage at the source.

t

+t

>

rt

rt

aa

+

-Ta-F fe

Amount of | \
HHt++Ht Deflection HY 4H +++ HH HH

geet ipa dp py FT TTT TTT TTT et
Amount of Deflection x Setting of MILLIVOLTS/CM switch

| = Voltage at INPUT connector

Example: 2.4cm x 50 mV/cm = 120 mV (peak)

Fig. 2-18. Voltage measurement from display.

To measure the instantaneous (DC) voltage-to-ground of a

signal, use the same general procedure as described pre-

viously. Before connecting the signal, establish a ground ref-

erence level on the CRT. To do this, set the timing unit for a

free-running trace, then vertically position the trace so that it

is exactly aligned with one of the horizontal graticule lines.

The graticule line should be selected on the basis of polarity

and amplitude of the applied signal. From this time on, make

no further adjustments with the VERT POSITION or DC OFF-

SET controls. After establishing the ground reference, apply

the signal and measure the voltage in the manner previously

described. Use the established ground-reference as the point

from which to make all measurements.

If the applied signal has a relatively high DC level, the

ground-reference point and the input signal may be so far

apart that only one will be in the graticule viewing area.

If this is the case, use the DC OFFSET control and the OFFSET

MONITOR as described in the following paragraphs to meas-

ure the voltage.

DC Offset Voltage Measurements. Voltage measure-

ments made with the Type 661 Oscilloscope and the Type

AS2A can be far more accurate than the normal resolution of

a CRT display, by using the DC OFFSET control and the OFF-

SET MONITOR. Use the following procedure for making

measurements:

1. Obtain the desired display through normal operating

procedures.

2. With the VERT POSITION or the DC OFFSET controls,

position the bottom of the waveform (or other desired refer-

ence portion) to the graticule centerline.

3. Measure the voltage at the OFFSET MONITOR jack with

a high impedance voltmeter, and record the reading. This

voltage will be 100 times the applied offset voltage.

4. Using only the DC OFFSET control, position the top of
the display (or other level to be compared) to the graticule

centerline.
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5. Again measure the OFFSET MONITOR voltage, and

compare this value with the previous measurement. The dif-
ference between the two OFFSET MONITOR voltages, divided

by 100, is the amplitude in volts at the INPUT connector. If

the input includes an attenuator, the signal source voltage is

then the final offset voltage value times the attenvation

factor.

Dual Trace Operation

The Dual Trace feature of the Type 482A permits viewing

signals into and out of an amplifier or other device, or signals

of differing amplitude and time delay. This is accomplished

by switching between the two channels at a 50 kHz rate.

However, Dual Trace does not provide for comparison of

signals of differing repetition rates or frequencies, unless the

signals are harmonically related.

NOTE

Even though the system operates at a 50-kHz

switching rate in Dual Trace mode, no 50-kHz sig-

nal is contained in the triggering signal to the

timing unit. The triggering signal is taken off at

the input to the Type 482A, not from a dual-trace

switching circuit as in some conventional oscillo-

scopes. Thus triggering is from one input only.

Connect the two input signals to the INPUT connectors

of the Type 452A, preferably with equal delay coaxial cables

so the display time difference will be that of the device

under test. For large signals, be sure to use adequate

attenuation at the input. A discussion of phase measurements

is included later in this section of the manual.

The Dual Trace mode of operation can be demonstrated

by a signal from the oscilloscope calibrator if no other signal

source is available. To do this, connect two dissimilar lengths

of cable between the oscilloscope Amplitude/Time Cali-

brator and the two inputs on the Type 482A. A coaxial

tee or transformer-matched tee may be used to connect the

cables. Such a display is illustrated in Fig. 2-19. The Cali-

brator output and each leg of the tee should present an

impedance of 50 ohms to avoid signal distortion. This can be

approximated by connecting a 2X or 5X attenuator on each

leg of the tee.

Use the following procedure for setting up the Type 452A

for Dual Trace operation:

1. Set the oscilloscope and timing unit controls as given

in First-Time Operation.

2. Set the MODE switch on the Type 482A to DUAL TRACE.

3. Set the MILLIVOLTS/CM switches to give approximately

2 or 4 centimeters of display on each channel.

4. Set the TRIGGERING switch to either A or B. It is

usually most convenient to choose the trigger from the chan-

nel receiving the earlier input signal.

5. lf the device under test inverts the output signal, you

may wish to place one channel DISPLAY switch to NORMAL,

and the other channel DISPLAY switch to INVERTED.

6. Set the timing unit Polarity switch to the polarity of the

triggering signal.
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7. Trigger the display with the Threshold control on the

timing unit.

8. Select a sweep rate that will permit viewing two or

three cycles of the waveforms. If unknown, start at 10 ns/cm.

9, Adjust the triggering Time Position (Delay) and Samples/

Cm controls to provide the best presentation.

10. Adjust the SMOOTHING controls as required to reduce

random noise.
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Fig. 2-19. Dual trace display showing 100 MHz calibrator waveform

applied to Type 482A inputs through unequal length cables. The

signal displayed on the lower trace is passed through 8 ns more

cable than the signal on the upper trace.

X-Y Operation

The X-Y (lissajous) mode of operation is convenient for

measuring sine wave phase differences and for making accu-

rate frequency or timing adjustments to a known frequency

standard. This mode of operation is obtained by placing the

MODE switch in the A VERT B HORIZ position and applying

the two signals to the INPUT connectors on the Type 482A.

Channel A then controls the vertical deflection of the CRT

beam and Channel B controls the horizontal deflection. The

procedure for making X-Y phase measurements is given later

in this section of the manual.

Any two signals that are triggered by the same source, or

are otherwise related to a single frequency source, can be

conveniently displayed in X-Y mode. However, due to the

nature of the display in a sampling oscilloscope, false dis-

plays can be obtained when comparing two signals that have

completely independent frequency sources. Only very stable

signals can be used satisfactorily. If either of the wave-

forms has frequency modulation or drift, the display will be

meaningless. It is necessary to have frequency coincidence

within 10 Hz, regardless of the signal frequency, to obtain a

true display of frequency comparison.

With stable signal sources, the difference between two

signals can be adjusted to less than one cycle per second.

(For a 100 MHz signal, 1 Hz is equal to 1 part in 10%). Thus

the accuracy increases with increase in signal frequency.

Adjustment should be made only after both sources have
come to operating temperature.
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To adjust one stable frequency source to a known standard,

proceed as follows:

1. Connect the frequency standard signal to one INPUT

connector on the Type 482A, and connect the source to be

adjusted to the other INPUT. Cable length is not critical,

since phase is not important. Use attenuators, if necessary,

to keep the signals at the INPUT connectors within the voltage

limits of the Type 4S2A.

2. Set the MODE switch to DUAL TRACE, and set the

TRIGGERING switch to the channel with the standard source.

3. Adjust the controls of the timing unit and of the Type

4S2A according to normal operating procedures to obtain

a stable display of the standard signal. (The other waveform
may appear to be free running.) Use a high dot density.

Adjust the sweep rate to display one or two cycles of the

waveform.

4, Adjust the variable frequency source as accurately as

possible to the standard frequency, while observing the

dual-trace display.

5. Set the MODE switch to A VERT B HORIZ.

6. Make the fine adjustment of the frequency source by

adjusting the frequency control slightly until the lissajous

pattern stabilizes. A single loop that nearly retraces itself

indicates precise correlation of the two frequencies.

Phase Measurements

One complete cycle of a sinusoidal waveform, or other

trigonometric waveform, is considered to be 360 degrees.

Phase comparison between two waveforms of the same fre-

quency can be made with the Type 452A and a 5-Series tim-

ing unit in a Type 661 Oscilloscope. Either Dual Trace mode

or an X-Y presentation may be used.

To retain phase relationships between the signals at their

sources, they must be applied to the inputs of the Type 4S2A

through identical delay lengths of coaxial cable.

It is not necessary to provide an external triggering sig-

nal from the reference waveform since internal triggering

information is taken at the input connector selected by the

TRIGGERING switch. However, external triggering may be

used if the input signals are of low amplitude, or if external

trigger countdown is used for high-frequency signals.

In making phase measurements it is very important that

the width of the trace is not included. Measurements must be

consistently made from the same edge of the trace.

Linear Method. For phase comparison using the Dual

Trace mode, it is often convenient to first calibrate the oscillo-

scope sweep in degrees of phase angle per centimeter of

display. For example, if the sweep rate is adjusted with the

Sweep Time/Cm and Variable controls on the timing unit so

that one cycle of the input waveform covers 8 centimeters of

the graticule, each centimeter then corresponds to 45 degrees,

and the display is calibrated at 45 degrees/cm. Any con-

venient relationship may be used for this calibration. The use

of 45 degrees/cm is suggested because this produces a large

display and also calibrates the sweep at 1 quadrant (90°) for
every 2 centimeters.



The relative amplitude of the two signals does not affect

the phase measurement, so long as both signals are centered

about the center horizontal line. However, it is often easier

to read the phase difference if the amplitudes of the two

signals have been adjusted to be the same, using the MILLI-

VOLTS/CM and VARIABLE controls on the Type 482A.

Fig. 2-20 shows two 100 MHz sine waves in a Dual Trace

display where the apparent time difference is due to dif-

ferent lengths of coaxial cable being driven by a common

source. The difference in electrical lengths of the two cables

is seen to be 5.3ns. This display is also a true picture of

the phase difference between the two 100 MHz input signals,

but the phase difference in degrees would be difficult to

read from this display. Fig. 2-20B shows the same waveform

with the sweep rate changed to calibrate the displays at

A5 dgrees/em. Now the phase difference between the two

waveforms can easily be read directly from the graticule as

190 degrees. It is important to note that the two waveforms

shown are present simultaneously on the CRT.
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Fig. 2-20. (A) Dual trace display of 100 MHz sine wave at sweep

rate of 2ns/cm; (B) same display with sweep calibrated at 45

degrees/cm.

Thus, to measure phase difference using the Dual Trace

mode:
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1. Set the MODE switch to the channel to be used for
triggering.

2. Adjust the timing unit Sweep Time/Cm and Variable

controls to calibrate the sweep in degrees/cm (for example,

45 degrees/cm as mentioned above).

3. Set the MODE switch to Dual Trace.

4. Adjust the Channel A and Channel B controls to pro-

duce the desired displays of the two signals. Both DISPLAY

switches should be set the same, unless one waveform is

known to be inverted. If necessary, move the display hori-

zontally with the Time Position (Delay) control on the timing

unit.

5. Measure the horizontal difference in centimeters between

corresponding points on the two phases.

6. Multiply the difference in centimeters by the number

of degrees per centimeter. This product is the phase dif-

ference in degrees.

The leading waveform is generally considered to be the

one to the left on the CRT display. This nomenclature is only

relative, however, since either waveform can be called the

leading one on the display. If one signal is known to be

from a signal source and the other is a response waveform,

the source waveform usually leads the response.

X-Y Method. To measure the phase difference between

two sine waves of the same frequency, using an X-Y display, -

proceed as follows:

1. Set the front-panel controls of the Type 452A as

indicated:

MODE B ONLY

DISPLAY (both channels) NORMAL

DC OFFSET (both

channels} Midrange

SMOOTHING (both

channels} NORMAL

2. With an unmagnified sweep, set the triggering con-

trols of the timing unit for a stable display showing from one

to five cycles of the input waveform.

3. Adjust the Channel B controls to obtain a display of

approximately 4 to 7cm of vertical deflection. Do not use

the VARIABLE control, since it will not be in the circuit in

X-Y mode.

4. Set the MODE switch to A ONLY and adjust the Chan-

nel A controls for approximately the same display amplitude

as Channel B.

5. Set the MODE switch to A VERT B HORIZ.

6. Center the display on the graticule with the Channel

A VERT POSITION control and either the Channel B DC OFF-

SET or the oscilloscope Horizontal Position control. The dis-

play at this point will probably be an ellipse. If the display

appears as a diagonal straight line the two sine waves are

either in phase (tilted upper right to lower left), or 180°

out of phase (tilted upper left to lower right). If the display

is a circle, the two sine waves are 90° out of phase. In any

case, these instructions apply for measurement of phase

differences.
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7. Measure the distance A and B on the display as shown

in Fig. 2-21. A divided by B equals the sine of the phase

angle between the two sine waves.

pepe tii tii iyTT tr
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Example: 1.13/6.22 =<. sin 9 = 0.182; 8= 190°

Fig. 2-21. X-Y method of calculating phase difference ((3) between

two sine waves.

Algebraic Addition

Signal Addition. The sum of two input signals may be

obtained by placing the MODE switch in the ADDED ALGEB

position and the DISPLAY switches for both channels in the

NORMAL position. The positioning controls of both channels

are effective for moving the single trace vertically on the

CRT. However, the DC OFFSET controls should be set to

center the displays, and positioning should be done with the

two VERT POSITION controls. If the DC level of either signal

is not centered in the dynamic range of its channel, distor-

tion can result. See note below.

Differential Mode. The difference of two input signals

can be displayed on the CRT merely by inverting one of the

input signals. When either of the DISPLAY switches is set to

INVERTED and the other is in NORMAL position, the dif-

ference of the signals is obtained.

The front-panel control labeled A-B BAL, which is the Chan-

nel A gain control, can be used for minor adjustment of

the Channel A gain to match that of Channel B for operating

differentially. By applying the same waveform to both INPUT

connectors through identical cables, and displaying the two

inputs differentially, the A-B BAL control can be adjusted

for minimum deflection. There will probably be minor unbal-

ance in the display that cannot be eliminated. This is not

due to improper balance of the two channels, but rather

to minor differences in delay and attenuation caused by the

input cables.

NOTE

The dynamic range of each channel allows about

10 centimeters of display with no distortion, if the

signals into the Dual Trace circuit are electrically

centered. Therefore the input deflection factor for

each channel should be set to produce no more
than ten centimeters of deflection when displaying
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only the signal for that channel. The Dual Trace

circuit is designed to operate around the center of

its dynamic range, which is +3 volts, producing

the display amplitude of ten centimeters. In Added

Algebraic mode, especially when operating dif-

ferentially, it is possible to offset the Dual Trace

input enough to obtain a distorted display, if the

signal through the amplifiers exceeds the dynamic

range of the circuits. In any other mode of opera-

tion, if the offset voltage were to move the Dual

Trace input signal out of the proper range, the dis-

play would be moved off the screen and no distor-

tion would be seen. In Added Algebraic mode,

however, the offset voltages of the two channels

can cancel each other and allow the display to be

viewed even though part of the signal may exceed

the dynamic range of the channel.

Centering of each signal into the Dual Trace circuitry

can be readily adjusted with the DC OFFSET control. Note

that this adjustment offsets any DC component of the input

signal but does not zero the DC Offset, unless the signal is

centered on zero. Set the MODE switch to Dual Trace and

adjust the DC OFFSET contro! for each channel so that there

is no vertical movement of the display while changing the

DISPLAY switch of that channel from NORMAL to INVERTED

position. Do not readjust the DC OFFSET controls again while

using the differential mode of operation, unless another sig-

nal with a different DC level is used later. In this case, the

offset will need to be readjusted.

Then, with the MODE switch set to ADDED ALGEB, the

VERT POSITION controls of the two channels can position the

display over the entire area of the graticule with no distortion.

If the signal amplitude through the circuitry is approaching

the maximum permissible amplitude (10 cm of display}, it may

be necessary to operate both VERT POSITION controls simul-

taneously to avoid display distortion.

Common-Mode Noise Reduction

In some applications, the desired signal appears with

some undesired coherent noise signal. In many cases, it is

possible to improve the signal-to-noise ratio through use of

the differential mode of operation of the Type 452A. Connect

the signal source containing both the desired and the unde-

sired signals to one INPUT connector. Connect a source con-

sisting of only the undesired signal to the other INPUT. Be

sure to use cable lengths that will allow the noise signal on

the two cables to reach the two inputs in phase. Set the

MODE switch to ADDED ALGEB, and set one DISPLAY switch

to NORMAL and the other to INVERTED. In the channel con-

taining only the noise signal, adjust the MILLIVOLTS/CM

switch and the VARIABLE control to cancel or partially cancel

the noise in the other channel, permitting observation of the

desired signal.

Cable-Length Matching

Comparison can be made between the electrical lengths of
two similar nanosecond cables by operating the Type 4S2A
differentially. With the MODE and DISPLAY switches set for
differential operation, apply a fast pulse to the INPUT con-
nectors through the two input cables in parallel. If the cables
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2ns

CHARGE

5X ATTENUATOR

“T CONNECTOR

TEST LINE

Fig. 2-22. Test setup for making TDR measurements with Type 109 Pulse Generator.
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are not identical in length, a pulse will be displayed. As they

are made equal in length, the pulse disappears. To determine

which of the cables is longer, pull out slightly on one of

the cable connectors, partially disconnecting it. If the pulse

increases in amplitude, this is the longer of the two cables;

if the amplitude decreases it is the shorter cable.

Pulse Reflection Measurements

A signal travels down a transmission line at a rate of prop-

agation determined by the dielectric properties of the insulat-

ing material between the two conductors. Each time the

signal encounters a mismatch, or different impedance, a

reflection is generated and sent back along the line to the

source, where it either adds to or subtracts from the input

signal. The amplitude and polarity of the reflection are deter-

mined by the value of the mismatch impedance in relation

to the characteristic impedance of the transmission line. If

the impedance encountered is higher than that of the line,

the reflection will be of the same polarity as the applied

signal and will add to it. If the mismatch impedance is

lower than that of the line, the reflection will be of opposite

polarity and will subtract from the input signal at the source.

The amplitude of the reflected wave increases with the degree

of mismatch. In the two extreme cases of mismatch, zero

and infinite impedance, the reflection amplitude is equal to

that of the applied signal, so the reflection either doubles

or cancels the signal.

Any mismatch in the system decreases system efficiency.

To determine the efficiency of a transmission system, it is

necessary to test and measure transmission line impedance

and termination. One means of testing involves measuring

the voltage standing wave ratio (VSWR) as a function of the

frequency applied to the unit under test. A uniform line pro-

perly terminated will show a VSWR of 1.00. Any other value

of VSWR shows non-uniformity in the line’s characteristic

impedance, improper termination, or a discontinuity in the

system.
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Fig. 2-23. Reflections obtained when transmission line is shorted

(upper trace} or open (lower trace).
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Another means of determining the efficiency of a trans-

mission system is by time domain reflectometry. Here, the

variable is the ratio of reflected voltage to incident voltage—

defined by the voltage reflection coefficient P. With the

reflection method, a fast-rising pulse is sent into the transmis-

sion line under test, and the returning reflections are

observed. The amplitude of the reflection as related to that

of the applied pulse describes the size of the non-uniformity,

and the time delay after initial application of the pulse

locates its position within the system.,

The 482A, with its dynamic range of --one volt and sen-

sitivity measurable in millivolts, can be used as part of a

system for making very accurate pulse reflection measure-

ments. Its high-frequency response permits precise display of

transmission line characteristics. Reflections that occur in a

transmission line or its connections can be detected directly

from the oscilloscope display. Moreover, the nature of the

discontinuity can be determined since the reflection from

each type of discontinuity in a transmission system has its

own characteristic waveform.

‘Gordon D. Long, ‘‘Pulse Reflections Pin Down Discontinuities,” Elec-
tronic Design, May 10, 1963.
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Fig. 2-24. Reflections obtained from pure resistance (A) greater
than Z., (B) less than Zp.
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The following paragraphs give typical methods used to

correlate an observed reflection with a transmission line dis-

continuity, and describes system setups capable of 0.1% volt-

age reflection measurements.

Pulsing the Transmission Line (1). In the system dia-

grammed in Fig. 2-22, a flat-topped, fast-rising step is gen-

erated by the 109 Pulse Generator. Triggering energy is

extracted from the Trigger Takeoff built into the A Channel

of the Type 452A. The output of the Type 109 pulser is

applied through a 5X attenuator to a GR T connector, one

side of which is connected to the Channel A input of the

482A, the other side through a Type 113 Delay Cable to the

line under test. The pulse width applied to the system is

established by plugging the desired length of charge line

into the 50 ohm charge line connector #1 on the Type 109.

In the system shown, a 2 ns charge line is used, giving a pulse

width of 4ns. The 109 output was set for a pulse amplitude

of 5 volts to stay within the input voltage rating of the 4S2A.
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Fig. 2-25. Reflections obtained from combination of inductance and

resistance.

Using the setup described in the foregoing paragraph, dis-

continuities were introduced into the system and photographs

were taken of the reflections obtained. Figure 2-23 is a
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double exposure illustrating the reflections obtained when the

line under test is terminated in an open circuit (upper trace}

and in a short circuit (lower trace}. Figure 2-24A shows the

reflection from the same pulse and test line used in Fig. 2-23,

but with the test line terminated in a pure resistance slightly

greater than the Z, of the test line. Fig. 2-24B shows the

reflection obtained when the test line is terminated with a

pure resistance slightly less than the Z, of the line.

With the setup shown, reactive components show up as

overshoot or undershoot in the reflected pulse. Fig. 2-25A

shows the reflection obtained when the 50 ohm test line is

terminated with a standard 100 ohm ¥% watt composition

resistor with leads approximately 14, inches long. Note the

overshoot due to lead inductance. Figure 2-25B shows the

reduction in overshoot when the leads on the resistor are

trimmed to 1%, inch (the trailing edge of the pulse is out of

the time window due to the sweep rate of the Type 5T3).

Adding capacitance in shunt with a properly terminated

line gives a reflection like that shown in Fig. 2-26. Here, a

1 pF capacitor is soldered across a non-reactive 50 ohm

termination. A series inductance gives a similar reflection,

but of opposite polarity.

ib trrt{
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4 t ii

oe
t

1 ne

Fig. 2-26. Reflection obtained from 1 pF shunt capacitance in an

otherwise properly terminated line.

The waveforms in the foregoing illustrations show the

reflections resulting from deliberately introduced discontinui-

ties, but the same techniques will also show discontinuities

which get into the system accidentially. The system will show

up a too-tight cable clamp, a poorly constructed connector,

an open or shorted line, a high resistance connection, or

other discontinuity. The location of the discontinuity can be

determined by introducing a small discontinuity as a reference

point, then measuring the time between the reference reflec-

tion and the reflection from the fault.

Pulsing the Transmission Line (2). Another setup for

making pulse reflection measurements is shown in Fig. 2-27.

A Tektronix Type 281 TDR Pulser is plugged into the Type

4S2A Channel A INPUT 509 connector and power for the

Type 281 is taken from the 452A PROBE POWER connector.

The free connector of the Type 281 is connected through a

30 ns line or a Tektronix Type 113 delay cable to the test

line or load.

2-23



Operating Instructions—-Type 452A

in the system shown, the Type 281 TDR Pulser originates a

repetitive, fast-risetime current pulse having a minimum pulse

duration of 5ys. The Type 281, acting as a current source,

does not appreciably alter the characteristics of the reflect-

ed signal passing through it. The amplitude of the reflections

as related to that of the applied pulse describes the size

of the nonuniformities; their time delays affer initial applica-

tion of the pulse locate their positions within the transmis-

sion system.

Further details on pulse reflection measurement techniques

are given in the Type 281 TDR Pulser instruction manual. If

additional information is required, consult your local Tektronix

Field Engineer.

CHANNEL A

INPUT 502

PROBE

POWER

TO TEST LINE

OR LOAD

| or 30 ns delay cable:

Fig. 2-27. Test setup for making TDR measurements with Type 281 TDR Pulser.

2-24



SECTION 3

CIRCUIT DESCRIPTION

Introduction

This section of the manual contains a block diagram

analysis of the Type 482A followed by a detailed circuit

description. The reader will find it helpful to refer to Basic

Sampling Techniques in Section 2 of this manual if the pur-

pose of a particular circuit is not immediately clear.

BLOCK ANALYSIS

The Type 482A simplified block diagram of Fig. 3-1 shows

each circuit in block form, with all front panel and internal

controls identified. Since the two channels are identical

except for the internal trigger pickoff circuit, only the Chan-

nel A circuits are identified.

Trigger information (either picked off the input signal or

externally applied) to the Timing Unit starts the sampling

cycle. The Timing Unit in turn sends command pulses to the

Type 482A Gate Generator. The Gate Generator sends very

short duration push-pull pulses to both Sampler circuits, and

slightly longer duration push-pull pulses to both Memory cir-

cuits. The two sets of pulses from the Gate Generator connect

first the sampling gates to the sampler preamplifiers, and

then connect the AC Amplifier to the Memory circuits.

Input signals travel through about three inches of 50-ohm

air line into the Sampler which includes the sampling gate,

charge-nulling amplifier, trigger pickoff, and sampler pre-

amplifier. When the command pulse is received from the

Gate Generator via J7, the sampling gate is biased to con-

duction. The sampling gate output signal is a series of pulses

{one for each command pulse), which are amplified by the

sampler preamplifier and coupled through the MILLIVOLTS/

CM switch into the AC Amplifier. The AC Amplifier (gain of

about 300) amplifies the signal and presents it to the Memory.

The Gate Generator biases a gate at the Memory input to

conduction as the signal arrives.

The Memory amplifies and stores the signal. The Memory

output is applied to two circuits, one of which leads back

to the Sampler, the other leading to the Type 661 indicator.

The signal sent back to the Sampler sets the input circuit

to the voltage of the signal at the time the sample was taken.

(When the SMOOTHING control is set to unity dot transient

response, the next sample corrects only for any signal changes

since the last sample.) The Memory output signal to the Type

661 can be inverted by a unity-gain inverter, or applied

without inversion. After the normal-inverted choice is made,

the outputs of both channels then pass through the Dual Trace

electronic switch where either or both are sent on to the

Type 661. The signal applied to the Type 661 is used to pro-
duce the CRT display.

CIRCUIT ANALYSIS

Input and Sampler

The input and sampler (shown in simplified form in Fig.

3-2) are the heart of the sampling system where the 90 ps

®

risetime performance is established. Input connectors on

the Type 452A are 50 ohm General Radio Type 874 con-

nectors. These connectors simplify input cabling problems and

ensure close tolerance {1%) of the 50 ohm input impedance.

The input termination is made up of a series-parallel resistor

network which provides proper termination and a trigger

pickoff point. Power dissipation rating of the terminating

resistors limits the applied voltage to + or — 5 VDC, or

pulse inputs of 10 volts peak to peak at 50% duty cycle.

The relay contacts shown in Fig. 3-2 represent an equiva-

lent method of applying forward bias to the sampling gate

and do not exist in the actual equipment. The sampling

diodes D1011 and D1012 are normally reverse biased about

3 volts, but if the relay is momentarily closed, the gate

becomes forward biased, permitting the signal to be applied
to the sampler preamplifier. The actual forward biasing sig-

nal lasts slightly less than 90 ps; its period is so short, in

fact, that the stray capacitance C, of the input circuit com-

bined with the input impedance and the series resistance of

the sampling diodes limit the signal to the sampler pre-

amplifier to about 2.5% of the input amplitude.

Operation of charge-nulling amplifier Q1004 (see circuit

diagram at the rear of this manual) is explained as follows:

If a square-wave signal is applied to the sampler gate, a

charge of the amount CyV is coupled to the preamplifier

(V1033) grid, Cy being the shunt capacitance of the gate

diodes and V is the voltage of the square wave. This charge

is known as blow-by. A gate with extremely bad blow-by

problems works very well on short (2ns wide} pulses or on

a 100 MHz sine-wave signal. With signals of this type, the

relatively slow preamplifier does not have a chance to oper-

ate on the blown-in charge before the charge is pulled

back out of the grid. The charge-nulling amplifier used in

the Type 4S2A operates by cancelling out all low frequency

blow-by components upon which the preamplifier could oper-

ate. A small sample of the real time square-wave signal is

taken off through R1001 in the input termination and inverted

by Q1004. If a capacitor C,u1 (C1010) of the correct size is

placed between the output of Q1004 and the preamplifier

grid, then the blown-in charge CgV will be pulled back out

by the nulling amplifier. Any charge blown into the pre-

amplifier grid by a square-wave signal will thus be pulled

back out in less than 2 ns by the inverting amplifier and does

not appear in the output of the preamplifier.

The BRIDGE VOLTS control (R1023) adjusts the reverse

bias on gate diodes D101] and D1012. A higher reverse

voltage allows the sampler diodes to be turned on for a

shorter period of time. A lower voltage gives a slower rise-

time. Feedback is brought into BRIDGE BAL potentiometer

R1027, which is adjusted to compensate for diode, strobe, and

other system unbalance signals in synchronism with the strobe

generator.

The preamplifier uses a single 6688 tube (V1033) triode

connected and run at a gm of 25,000 yzmho. This tube pro-

vides impedance transformation for driving emitter follower

Q1043. The emitter follower drives the emitter of Q1044 in

the common base stage through C1042.
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Fig. 3-1. Type 452A block diagram. Shaded area of Channel B is identical to corresponding area in Channel A.
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Operation of the preamplifier is quite simple; a small

sampled charge from the gate charges the grid-to-ground

capacitance of V1033 to a small voltage V. This same voltage

is made to appear across C1042, coupling the transistor

emitters. A charge gain roughly equal to the ratio of emitter

coupling capacitance to grid capacitance is achieved. Rise-

time of the preamplifier is about 40 ns, and by operating

both the emitter follower and the common base stages at the

same quiescent current levels, the preamplifier has very close

to the same response for both plus and minus signals.

In Channel A, the output load for nulling amplifier transis-

tor Q1004 is connected to the emitter of the grounded base,

isolation amplifier Q1014. The grounded base stage supplies

AC coupled trigger information to the timing unit. No delay

Circuit Description—Type 482A

line is incorporated, so the leading edge of a pulse cannot

be viewed without pre-triggering the timing unit. The trig-

ger pickoff is provided primarily for viewing high repetition

rate pulses or sine-wave signals.

Gate Generator

The Gate Generator circuit board contains two basic cir-

cuits; the strobe generator and the memory gate driver.

Strobe Generator. The strobe pulses that gate the sam-

pling diodes into conduction are formed by a special snap-

off diode (charge storage diode}, D1066, driven by a base-

triggered, NPN silicon avalanche transistor, Q1054. Transistor

+ STROBE — Bias

Q1004

R1001

|
{

i

|

|

| R1021
20k

|
i

|

l

|

|
I

— STROBE + Bias

Gate

Generator

C1034

Sampler To AC

Preamplifier Amplifier

/ Memory

» O Command Pulse

\ Feedback

From Timing Unit.

Fig. 3-2. Simplified sampling system input.
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Q1054 is set for optimum operation by adjusting AVAL

ADJ R1054, a 100 kQ potentiometer that establishes the con-

ducting bias of Q1053. The setting of R1054 and the conduc-

tion of Q1053 sets the collector voltage of Q1054 somewhere

in the range between +100 and +175 volts since Q1054

operates without forward bias, and is normally non-conduct-

ing. The avalanche transistor is collector-coupled to the

snap-off circuit through a smail capacitor (C1058). The
10k9 collector load ensures ample time for the circuit to

recover within a few tenths of a percent when operated at

a 100 kHz repetition rate.

Between sampling-drive (trigger) pulses from the Timing

Unit, snap-off diode D1066 is forward biased by the emitter

current of Q1063. SNAP-OFF CURRENT adjustment R1063

adjusts the current through D1066, and thus adjusts the stored

charge in the diode for best sampling efficiency. The 5-turn

bifilar transformer changes the single-ended avalanche pulse

output of Q1054 into a push-pull signal which reverse biases

D1066. Diode D1066 is mounted in a very low inductance

system of balanced clip lines and 50 Q strip transmission lines

for close control of the width and balance of the plus and

minus strobe signals.

When a positive sampling drive pulse is received from

the Timing Unit, the pulse is differentiated by C1051 and

R1051, then applied to the base of Q1054. With the applica-

tion of the pulse, Q1054 is biased into conduction, soon reach-

ing the avalanche state and conducting very heavily. The col-

lector voltage of Q1054 drops sharply, and the negative

output of Q1054 is coupled through C1058 and R1058 to 5-

turn pulse transformer T1065. The 5-turn pulse transformer

turns the negative pulse into a push-pull signal which reverse

biases D1066 and pulls out the charge stored therein. As

soon as the charge is depleted, D1066 becomes a high

impedance and the resulting fast voltage transition across

the diode is sent through capacitors C1063 and C1064 to the

clipping line. As the pulse travels down the clipping line,

part of the energy is coupled out and sent to the sampling

gates, biasing the sampling diodes into conduction. When

the pulse hits the shorted end of the line, it is reflected back

with opposite polarity, turning off the sampling gates.

Memory Gate Driver. Transistor Q1064 in the memory

gate driver circuit operates as a saturated pulse standardizer,

the output of which is applied to output transistor Q1074.

The coupling circuit between the collector of Q1064 and the

base of Q1074 consists of a ramp circuit. The collector volt-

age of Q1064, and therefore the height of the ramp, is set

by MEMORY GATE WIDTH potentiometer R1067. The width

of the ramp is determined by its height and the time constant

of R1069 and C1068.

Under quiescent conditions, both transistors are biased

to cutoff. Current flow through R1069 and series diode

D1070 to the + 19-volt supply is 4mA, 2mA of which flows

through R107] from the —19-volt supply, the other 2mA

through shunt diode D1071 from ground.

The arrival of a sample drive pulse through L1051 and

C1066 drives Q1064 into saturation for several hundred nano-

seconds. The negative excursion of Q1064 collector is coupled

to the base of Q1074 through C1068 and D1070. The nega-

tive pulse reverse biases D1070, and the junction of R1069

and D1070 is driven negative by the same amount that Q1064

collector voltage falls. Shunt diode D1071 turns off, and the

3-4

2mA from the 10k resistor R1071 is now switched into

Q1074, driving it into saturation. A memory drive pulse is

thus started.

After this initial switching action, the Q1074 side of C1060

starts charging toward +19 volts from the current supplied

to it by R1069. When the junction of R1069, C1068 and

D1070 reaches +0.3 volts, D1070 turns on again and switches

the charging current into the base of Q1074, turning off

Q1074 and ending the memory drive pulse. A short time later

Q1064 comes out of saturation, allowing the Q1064 side of

C1068 to charge back toward the voltage value selected by

the MEMORY GATE WIDTH Control.

AC Amplifier

The AC Amplifier receives its input signal (pulse) from

the sampler preamplifier through the front panel MILLI-

VOLTS/CM switch, amplifies it 300 times, inverts it, and feeds

the memory circuit. The input DC level (to ground) is zero,

and the input resistance is switched from 25 ohms at 200 mV/

cm to 1000 ohms at 5 and 2mV/cm. The AC Amplifier is

made up of two DC-coupled feedback amplifiers with a third

DC feedback path around the whole circuit (see circuit dia-

gram). The outside feedback path includes the front panel

SMOOTHING control that allows a gain reduction of about

4 to 1 to reduce random noise. (When using SMOOTHING,

the dot transient response must be considered and sufficient

number of samples per centimeter obtained to make the dis-

play response correct.) The outside feedback path is for DC

stabilization and does not act upon the main signal.

The signal pulses handled by the AC Amplifier are about

1 us in duration. The amplifier output voltage can change

1.6 volts in about 0.1 «ws. Normally the system causes the

output pulses to be less than 1 volt, but if the display moves

8 centimeters in one sample, the output pulse will be about

1.6 volts peak. The output impedance of the circuit is low,

so it can drive the memory input.

The gain of the first amplifier (Q1084 and Q1094) is about

45 when the SMOOTHING control (R1081) is set to NORMAL

(zero resistance). The gain is set by the ratio of R1089

and R1083. When using full smoothing, the gain is about 8

to 10, set by the ratio of R1089 to R1083 and R1081

(SMOOTHING) in series. The gain of the second amplifier

(Q1104 and Q1113) remains fixed at about 6, set by the ratio

of R1107 and R1096.

The frequency response of the first amplifier is fixed-com-

pensated by C1089. The second amplifier frequency response

is adjusted during calibration by C1107.

Memory

A simplified schematic of the Memory circuit is shown in

Fig. 3-3. The Gate Generator closes the Memory input gate

(D1130 and D1131) at the correct time of each sampling cycle.

The Memory circuit is a feedback amplifier with input and

feedback elements both capacitors. The input capacitor is

C1121, the feedback capacitor is C1132. V1133A (see circuit
diagram) is an input cathode follower, Q1134 is the amplifier,

and Q1141 is an output emitter follower.



The input impedance at the grid of V1133A acts as a

virtual ground because as the input signal changes the grid

voltage, the signal is amplified and applied back to the

input as negative feedback to cancel the original change.

The action of the memory is to transfer a charge from

C1121 to C1132. The circuit between the AC Amplifier out-

put and the grid of V1133A looks like 150 ohms and 510 pF

in series (when the memory gate is conducting). Thus, as a

signal appears at the AC Amplifier output, C1121 is charged.

C1121 tries to couple the signal to the grid of V1133A, but

feedback prevents the grid voltage from changing signifi-

cantly; the result is that both C1121 and C1132 receive a

charge.

When the memory gate is not conducting, the grid of

V1133A has a very high impedance to ground, and at this

time the only possible discharge path for C1132 is by V1133A

grid current or Jeakage current. The grid current is very low,

and can be either positive or negative. Total leakage current

is so low that there is essentially no change in the output

voltage between samples even when sampling at the low rate

of 150 dots/sec.

The circuit elements between C1121 and the grid of

V1133A serve several purposes:

1. D1125 and D1127 are amplitude-limiting diodes. They

normally do not conduct.

2. D1122 is a 6-volt Zener to provide back-bias for the

gating diodes D1130 and D1131.

3. The resistors all aid in standardizing the input quiescent

voltage level.

Circuit Description—Type 482A

4. T1130 is a pulse transformer that allows instantaneous

turn-on of the gating diodes to connect the input circuit to

V1133A.

5. C1122 assures that both sides of D1122 follow the

signal equally.

Within the memory amplifier:

1. C1138 corrects for transistor phase shift.

2. D1136 permits Q1134 to turn on hard, long enough for

the stored charge (of D1136) to be removed, preventing

damage to Q1134 in the event of turn-on overload.

3. D1142 assures that fast positive pulses at the base

of Q1141 will be coupled to C1132 and the output, even if

Q1141 has been momentarily cut off.

4. D1144 limits the positive swing of the output lead to

about 10 volts and D1143 assures a high impedance when

D1144 is reverse biased.

5. D1140 sets the maximum collector voltage of Q1141

at —9 volts.

6. R1145 prevents reverse reflections in the output cable

from disturbing the display.

Between samples, the AC Amplifier output returns to its

quiescent level, and C1121 charge (that was gained at the

last sample) is cancelled. At the last sample, if there is

any change at the sampler unit, C1121 will receive a new

charging signal and can add to or subtract from the residual

charge of C1132.

oO D1130

© |
+3V I

I

R1123 01125

|
+.

(D1122) <= —L. _ _1
6V — De 1122 + —

_ 17V - |

| Memory

R1124 D1127 | we
| Signal

c1121 | Path
| 

—3 ‘oro

01131

AC |
Amplifier a eee ee ee ee |

— 1

| |

| |
Gate Memory

| Generator T1130
l Amplifier |

| Q2054

Le J
Gate Generator sub-chassis.

Fig. 3-3. Simplified memory gate.
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Fig. 3-4. DC Offset and Memory Feedback circuit.



System Operation With No Signal

Items to remember when examining signals at various

points between the sampler amplifier output and the memory

output:

1. It is impossible to install perfectly balanced sampling

gate diodes, so at each interrogation there will be some small
error signal sent into the system.

2. The memory circuit does not retain a perfectly stable

output voltage because C1132 cannot hold a charge per-

manently.

3. The memory output is coupled back to the sampler

input (with proper attenvation).

4. Theoretically, if there is no input at the sampling gate,

there will be no AC Amplifier signal, and the memory output

will be zero. The memory output will be essentially zero,

but there will always be a small pulse at the AC Amplifier
output.

5. The SMOOTHING BALANCE control (R1125) sets the

quiescent DC level at the memory input and if incorrectly

adjusted will cause an offset voltage that looks like a con-

tinuous signal. For example, assume the SMOOTHING BAL-

ANCE control is off by +1 mV. If the memory amplifier inter-
nal gain is 500 (it isn't actually}, the memory output will now

be off by —500 mV. The —500 mV feedback to the input

bridge creates an error signal which will drive the memory

output nearly back to zero. After several dots the memory

output will stabilize near zero, but slightly off from zero to

provide enough error signal to correct for the original +1 mV
error. Thus, a continuous minor error signal is amplified to

place the output level near zero. If the AC Amplifier gain

is reduced by the SMOOTHING control, the memory output

must now be larger so the error signal fed into the AC Ampli-

fier is larger, restoring again the —1 mV correction at the

memory input. (A trace shift seen when the SMOOTHING

control is rotated away from NORMAL is the increased mem-

ory output to make up for the reduced amplifier gain). Thus

the memory input balance control is called the SMOOTHING

BALANCE because its effect is seen by rotation of the

SMOOTHING control.

DC Offset

The memory output of Q1141 is fed to the inverter or to

the dual trace circuit. It is also fed to a voltage divider

that controls the feedback signal sent to the sampler. The

feedback attenuator resistors, R1147, (Plug-In Connectors and

Switching diagram, Channel A) set the feedback amplitude

to keep the basic memory output of 600 mV/cm while the

feedback voltage just matches the input signal.

The DC Offset circuit adds a DC shift to the feedback

loop. It includes a current cancelling system that prevents

offset current from flowing in R1147; see Fig. 3-4. The grid

voltage of V1133B is set by the DC OFFSET control through a

resistance divider. Rotating the DC OFFSET control from

one end to the other causes a +50 volt swing at the cathode

of V1133B. The cathode of V1133B drives --0.25 mA through

R1146 via R1150. The DC OFFSET control +100-volt swing

drives -+0.2 mA through R1149 via R1160. The resulting volt-

age drop of -t1 volt across both R1146 and R1149 is the

offset voltage sent to the sampler amplifier. The two points

®@
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of offset injection ensure there is no offset current in R1147 so

that the offset system is not affected by the MILLIVOLTS/CM

switch.

The DC OFFSET control may be used to null certain levels

of the input signal in order to measure amplitude. The OFF-

SET MONITOR jack allows a voltmeter connection to read the

effective DC offset voltage 100. The offset voltage is also

useful when measuring small signals riding on larger signals.

Inverter

The Inverter is an X1 amplifier pair (10kQ input, 10 kQ

feedback) for each channel. Its function is to invert the dis-
play when the front panel DISPLAY switch is in the INVERTED

position. When the DISPLAY switch is in the NORMAL posi-

tion, the inverter is bypassed by interconnecting wiring in the

Type 482A main frame.

Q1164 is collector coupled to Q1163. D1167 is a voltage

offset Zener to raise the voltage at the base of Q1]1163 above

that at the collector of Q1164 without signal attenuation.

Q1163 is an output emitter follower. R1161, the A INVERTER

ZERO control, and R1162 are a DC balance network to adjust

the output DC level, eliminating trace shift when moving the

DISPLAY switch from NORMAL to INVERTED. R1163 is the

feedback resistor.

Dual Trace

The Dua! Trace subchassis determines which channel is

displayed by the Type 661; under some conditions, the signals

from both channels are fed to the Type 661. Because of the

various modes of operation possible in dual-trace, both the

A and B channel will be discussed.

Two gated inverter amplifiers, Q1184 and @Q2184 (see

circuit diagram) control passage of the signal. A multivibra-

tor, Q2245 and Q2255, controls the two amplifiers via switch-

ing diodes D1187 and D2187. Multivibrator operation is

controlled by the front panel MODE switch. In the A ONLY,

B ONLY, and A VERT B HORIZ modes, only one side of the

multivibrator conducts. In the ADDED ALGEB mode, neither

side conducts, and in the DUAL TRACE mode, the multivibra-

tor free-runs at a switching rate of about 50kHz. @Q2264

provides a dual-trace blanking signal to the Type 661 when

the multivibrator switches.

A 0.25-us delay. line couples the output signal from the

dual trace unit to the Type 661 indicator. The delay allows

the signal to pass properly with the Timing Unit unblanking

of the Type 661 CRT.

Refer to Fig. 3-5, the Dual Trace, and the Plug-In Con-

nectors and Switching diagrams during the following dis-

cussion. Each inverter is fed signals from the DISPLAY switch

for its channel. The Channel A signal arrives through R1184,

the Channel B signal arrives through R2182 and R2184. The

inverter amplifier emitter circuits include positioning controls

(R1180 and R2180) in parallel with the emitter return resistors

(R1185 and R2185). Positioning is by current injection into

the emitter circuits through R118] and R2181. The major

emitter current comes from the +19-volt supply, through

MODE switch SW2190 and to the emitters through R1185

and R2185. In the ADDED ALGEB position of the MODE
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switch, current limiting resistor R1179 is inserted in the emitter

to keep the common output lead average voltage the same as

when only one transistor is conducting.

The amplifiers are connected in a common-base configura-

tion. The current at their collectors is switched between two

paths by the multivibrator to connect or disconnect them from

the common collector load, R1189. There is essentially no

change in the current of either transistor whether it is con-

nected to the output or not. The input impedance is that of

the series input resistors, R1184 in channel A, and R2182 and

R2184 in channel B. Since the emitters of both transistors rest

at about +0.2 volts, R1183 and R2183 are used to offset the

input voltage to zero. The —4.5 volt collector voltage is

offset to zero {for the output lead) by the series combina-

tion of R119] and R1192.

Fig. 3-6 shows the MODE switch connections that set the

channel operation, with only one side of the multivibrator

conducting, the conducting transistor saturates and Zener

diode D225] conducts. In A ONLY operation, multivibrator

transistor Q2255 operates in saturation, and its collector is

held at about +0.4 volt by D2255. This reverse biases both

D2258 and D1187, so that Q1184 supplies the output signal.

Since transistor Q2245 is cut off, R2248 forward biases both

D2248 and D2187, bypassing Q2184 from the output.

Operation in the A VERT B HORIZ mode sets the multi-

vibrator and the inverter amplifiers the same as in the A

ONLY mode. The Channel B signal bypasses the Dual Trace

circuit and is fed separately to the Type 661 horizontal deflec-

tion system. In the B ONLY mode, operation of the multi-

vibrator and inverter transistors is the reverse, with Q1184

disconnected and Q2184 supplying the output signal.

In the ADDED ALGEB mode, neither multivibrator transis-

operating conditions of the multivibrator. During single tor conducts. Both inverters are turned on, combining both

+19V _

(A) | |

POSITION A é | {| \

Lud AWA 2
5
a

—~19V |

A

Signal |
Ov +0.2V

4
| Q1184

VARIABLE B = =

D1187
—4.2V +0.4V

+300 V >} -$ + no current

D1186

MODE — Signal
a output

|
|

|
|

|

+19 |
|

|

|

|

No current

-————O

ewn—o 187 av
| 10.8 V_ wt Ly 19

\e) THRU D2248

L____.__

B

Signal

\
>»

+19V |
(8) |

POSITION | | |

L, Z
~ aN ° WN DC path of

| operating channel.

—-~-—--—-— DC path of

non-operating

—19V J16-P16 channel.

Fig. 3-5. Dual Trace circuit DC conditions. MODE A ONLY, DC OFFSET zero, trace centered, no signal, timing unit FREE RUN.



signals in the common collector circuit at R1189. The output

to the delay line is the algebraic sum of the A and B signals.

In the DUAL TRACE mode, Q2245 and @Q2255 operate as a

free-running multivibrator at a frequency of at least 50 kHz.

The inverter amplifiers pass signals alternately, providing a

dual-trace display.

During multivibrator operation, neither transistor saturates,

and Zener diode D2251 does not conduct. The multivibrator

switching time constant, located between the emitters of

Q2245 and Q2255, is composed of C2251 in series with the

emitter return resistor (R2240 or R2250} of the non-conducting

side. The collector-to-base coupling circuits (R2246-C2246

and R2256-C2256) do not set the time of operation; the

Cirevit Description—Type 4S2A

capacitors are for high-frequency coupling to ensure fast

switching.

Blanking Circuit

Blanking transistor Q2264 normally rests in cutoff with its

base at about +0.8 volts. As the multivibrator switches,

C2240 or C2250 couples about a —2 volt signal to the base

of Q2264 to turn it on. The turn-on pulse lasts only about
0.5 zs, but it is heavy enough to saturate Q2264 and give it

a storage time of about 1 to 1.5 us. There is some positive

overshoot immediately before the —2 volt pulse. This is kept
from the base of Q2264 by D2262 so that the storage time of

Q2264 will be fairly consistent, and the CRT will be properly

blanked during the time the dual-trace multivibrator is switch-
ing channels.

TO D1187 =

+19V

R2250

€2250

_\|
/|

rin

+19V

R1176

? “4 O-+0-9 OO A ONLY

! oO —O : B ONLY

! O O ! ADDED ALGEB

|

1 OQ-e O | A VERT B HORIZ

| | ! O-e—®—O | DUAL TRACE

IN \ | |

Ld | ||
P16-J16 | |

L MODE + 4

02255

Fig. 3-6. MODE switch connections to the DUAL TRACE multivibrator.
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