


561B/R561B
MOD 272C

This manual insert describes the features of MOD 272C as it pertains to the
561B/R561B Oscilloscope. It provides a special 10 X 10 division internal grati-
cule, deletion of the front panel and knobs, and changes in the accessories,

CALIBRATION

Calibrate using the standard procedure with the exception of Calibrator and
Current Loop. s

PARTS LIST
Electrical
Transistors
Q151 Delete
Q159 Delete
Q162 Delete
: Switches

SW150 Delete
Electron Tube

V249 Change 037-4035-00 T5611-31-9.1k4

Mechanical
Connector, BNC Delete 1 131-0274-00
Bolt, - current loop Delete 1 214-0335-00
Spacer, current loop Delete 1 361-0059-00 -
Switch, Calibrator Delete 1  262-0839-00
*Panel, front Delete 1 333-1081-00
*Knob, gray, FOCUS Delete 7). 366-0153-00
*Knob, gray, SCALE ILLUM Delete 1 366-0236-00
*Knob, gray, INTENSITY : Delete 1 366-0236-00
*Knob, gray, CALIBRATOR Delete ik 366-0322-01
**Panel, front Delete ! 333-1078-01
**Knob, gray, INTENSITY A Delete 1l 366-0220-00
**Knob, gray, SCALE ILLUM Delete 1 366-0220-00
**Knob, gray, ASTIGMATISM Delete o) 366-0220-00
**Knob, gray, FCCUS Deletes 1  366-0220-00
**Cabinet, side Delete 2 390-0046-02
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