
STANDARDIZER, BNC
(Port No. Ol l -OO73-OOI

The 15-pF Input RC Standardizer le a calibration aid that is useful when adjustlng the
lnput time constent of oscflloscope (plug-ln unit) input clrcuits. After setting the ínput tlrne
constant, åttenuator probes adjusted for 15-pF input clrcuíts, can be used wlth other 15-pF input
circults wlthout reconpensatlon.

To use the Stendardizer: Attach lt directly to the oscilloscope lnput connector, drlve lt
with a squ¡¡re-nave slgnal fronr a low lmpedance source such as an oscllloscope 1 kc Amplltude
Calibrator or â Tektronix Type 105 Square-I,Iave Generator. Display about 2 or 3 vertlcal dtvi-
eions of a slgnal at a slreep rete to produce 4 or 5 cycles. Adjust the oscilloscope lnput capaci
tance (according to the particular fnstrument ln6tructlon manual) for a aquare cornered squåre-
wave dlsPlaY.
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CONNECTOR, coaxial, BNC, slngle contact
SCREÌ.I, ser, 4-40 x 3/32 inch
CAPACIÎOR, 5.5-18 pF, Cer, Var
HOLDER, insulating cap
NUT
PLUG, probe
TUBE, epacer insulator
PIN, probe contact, male
BUSHING, i.nsulator
I{ASIIER, bevel
RESIST0R, 1 meg, 1/2 W, Prec,

t17"
CAPACITOR, 35 pF, Cer, +1Y7
BOX, standardÍzer
BUTION, standardizer

(not shown)
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COVER, standardlzer
SCREI^I, thread formlng,

lnch, PHS, phiLLlps
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