Mronix MANUAL CHANGE INFORMATION

N e pae June, 1988
Product l Z.RMgg Opt .Ml 2 6[6 lSOROIRl Manual Part No U} 0-64 15-01
DESCRIPTION

___Product Group 57

B ———— T ————— T ———

THIS IS A PULL AND REPLACE PACKAGE FOR THE
12RM99 OPTION 12 64130R0O/R1 MNEMONICS ROM
PACK INSTRUCTIONS MANUAL

1. Remove the designated pages from your
manual and insert the following pages:
3, 4, 7, 8, 8a, 19 and 20.

2. Remove page 4a.

3. Keep this cover shecet in the Change
Information section at the back of
vour manual for a permanent record.

WARRANTY

Tektronix warrants that the media on which this software product s furnished and the
encoding of the programs on the media will be free from defects on matenals and
workmanship for a period of three (3) months from the date of shipment. If any such
media or encoding proves defective during the warranty penod, Tektronix will provice
a replacement in exchange for the defective medium. Except as 1o the media on
which this software product is furmished, this software product s provided “as s~
without warranty of any kind, either express or imphed. Tektronix does nct warrant
that the functions contained in th:s software product will meet Customer's require-
ments or that the operation of the programs will be uninterrupted or error-free.

In order to obtain service under this warranty, Customer must notfy Tektronix of the
defect before the expiration of the warranty penca. If Tektronix 1s unable to provide a
replacement that is free from defects in matenals and workmanship within a reason-
able time thereatter, Customer may terminala the license for this software product and
return this software product and any associa.ied matenals for credit or refund.

THIS WARRANTY IS GIVEN BY TEXTRONIX WITH RESPECT TO THE LISTED
PRODUCTS IN LIEU OF ANY OTHER WARRANTIES, EXPRESS OR IMPLIED.
TEKTRONIX DISCLAIMS ARY IMFLIED WARRANTIES OF MERCHANTABILITY
ORFITNESS FOR A PARTICULAR PURPOSE. TEKTRONIX" RESPONSIBILITY TO
REPLACE DEFECTIVE MEDIA OR REFUND CUSTOMER PAYMENT IS THE SOLE
AND EXCLUSIVE REMEDY PROVIDED TO THE CUSTOMER FOR BREACH OF
THIS WARRANTY. TEKTRONIX WILL NOT BE LIABLE FOR ANY INDIRECT,
SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES IRRESPECTIVE OF
WHETHER TEKTRONIX HAS ADVANCE NOTICE OF THE POSSIBILITY OF SUCH
DAMAGES.
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12RM99 OPT.12 - 64180R0/R1 Mnemonics ROM Pack

CONNECTING TO THE MICROPROCESSOR
CONNECTION OVERVIEW

Table 1 provides an overview of the connections between a 1240 Logic Analyzer
equipped with a 63180R0/R1 Mnemonics ROM Pack and your HD64180R0/R1
microprocessor. To ensure proper operation, verify the connections shown in Tabie 1

NOTE

Be sure to connect a USER'S GND lead from each acquisition probe to the
microprocessor ground. Otherwise, invalid data may be acquired

Table 1
1240 SCREEN TO HD64180R0/R1 SIGNAL MAP
I e
1240 Screen | Connections 641B0R0O/R1 i
Group | Bit |C/Q| Pod* Chan Signal Pin ;
¥ 1
DP-GdSl CP-68 | FP-30 |
(64-pin | (68-pin | (68-pin |
, ‘ DIP} | PLCC) Flatpack)
| { i

CNTL | 9 3 8 | | Resersed | Reserved | Reserved |
Channet | Channel ; Channe! |
8 5 8 REF 57 61 | 63 |
7 5 7 HALT 56 60 | &1 |
5.} 5 6 |BUSACK | s 6 | 7 |
5 - 5 5 10E 53 62 | & |
4 5 4 LR 61 65 | 68 |
3 5 3 ME 59 63 | 6 |

2 - 5 2 RD 63 67 | 7

1 - 5 1 WR €2 66 | 693

0 - 5 0 ST 12 13 ; 7
ADDR | 19 - 13 A19°* | o 35§ 3=

18 = 1 2 A18 31 3 | 321

17 . 1 1 A17 30 32 | 23

16 1 0 A15 29 31 | 23

15 - or 7 A15 28 30 | 27

14 % 2 6 Al4 27 29 | 28

13 - 2 5 A13 2€ 28 | 25

12 - 2 4 A12 25 27 | 24

1" = 2 3 A1l 24 26 21
10 . 2 2 A10 23 25 20 |

9 - 2 1 A9 22 24 19
8 - 2 0 A8 21 23 18 |
7 3 7 A7 20 2 | 17 |

6 - 3 6 A6 19 2t | 16

5 - 3 5 AS 18 20 | 15

4 3 4 Ad 17 19 | 13
3 3 3 A3 16 7 | 1 |

2 - 3 2 A2 15 6 | 10
1 . 3 4 At 14 15 | 9 |
1] - 3 0 A0 | 13 14 } 8 |

{cont )
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12RM99 OPT.12 - 64180R0/R1 Mnemonics AOM Pack

Table 1 (cont.)

1240 SCREEN TO HD64180RO/R1 SIGNAL MAP

1240 Screen Connections

64180R0/R1
Group | Bit {C/Q| Pod* Chan Signal Pin
DP-64S | CP-68 | FP-80
64-pin | (68-pin | (68-pin
DIP) PLCC) Flatpack)
DATA 7 0 7 D7 41 44 44
6 - 0 6 D6 40 43 41
5 - 0 5 DS 39 42 40
4 - 0 4 D4 38 41 39
3 - 0 3 D3 37 40 38
2 0 2 D2 36 39 37
1 0 1 D1 35 38 36
0 0 0 DO 34 37 35
(none) - Ps 5 C/Q LIR 61 65 68
- P3 3 CQ RD 63 67 70
P2 2 CaQ WR 62 66 69
P1 1 C/O ME 59 63 66
PO 0 CQ 10E 58 62 65

**A19 for HD641B0OR1 only. (See note below )

* Pod numbers are shown for a 1240 with three 1240D2 acquisition cards mstalied. It your
1240 has four acquisiion cards instalied, 1dd 2 to the pod numbers grven.

NOTE

The standard setup provide J by the 64180R0,R1 mnemonics ROM pacxis fora
20-bit physical address (62180Ri CP-68 and FP-80 only). If you want to run the
disassembly for a 19-bt address (64180R0 DP-64S, CP-68, FP-80, and
63180R1 DP-64S only). be sure to connect ADDR 19 (pod 1, channel 3*) to the
microprocessor ground. Alternatively, you can delete ADDR 19 (pod 1, channel
3°) from the ADDR group in the 1240's Channe! Group Menu.

* See * note in above table.
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12RM39 OPT.12 - 64180R0/R1 Mnemonics ROM Pack

DATA QUALIFICATION AND TRIGGERING

IDENTIFYING CYCLE TYPES Table 2

To use either the Global or Sequential Event CNTL GROUP SIGNALS

Recognizers effectively, you need to be able .
to identify cycle types. Table 2 gives the kil egn Nems
names of the signals in the CNTL group. 9 see “Reserved
Cycle types are decoded from the channels Channels™
of the CNTL group according to the relation- 8 REF
ships shown in Table 3. 7 HALT
6 BUSAK
5 I0E
| a LIR
i 3 ME
| 2 RD
H 1 WR
| o T
Table 3
IDENT'FYING CYCLE TYPES
| CNTL Chan. |
Cycle Type | 87653 3210 | HEX |
FETCH {1 1110 0010 1€2
FETCH 2/3 | 1 1110 0011 1E3 |
OPR READ, MEM READ | 1 1111 0011 173 |
MEM WRITE 1 1111 Q101 1F5
I/O READ 1 1101 1011 108
/0 WRITE { 11101 110t 1DD
REFRESH L0 X0 XXXX oxx
HALT | X OXX0 XXX0 -
SLP/STP 1 0111 1111 17F
E-INTACK 1 1100 1110 1CE
E-DMA-RD 1 10X1 X01X -
E-DMA-WR 1 10X1 X10X -
I-DMA-RD 1 11X1 X010 - !
I-DMA-WR 1 11X1 X100 -
H-E-DMA-RD 1 00X1 X010
H-E-DMA-WR 1 00X1 X100 -
H-I-DMA-RD 1 01X1 X010 -
H-1-DMA-WR 1 01X1 X100 -
S-E-DMA-RD 1 00X1 X011 -
S-E-DMA-WR 1 00Xt X101 -

SPECIFYING CYCLE TYPES

To specify a particular cycle type as a condition for data qua: fication or triggering,
enter the values shown in Table 3 for that cycle type in the event recognizer CNTL field.

CNTL Group Modification. You may sphit up the CNTL group, rearrange its channeis,
or change its radix without alfecting disassembly. The ROM Pack maintains for ds
internal use a version of the group as it ongmnally set t up. This allows you to take
individual channels out of the CNTL group or create your own sub-groups with names
that suggest the subset of channels you include or the way you are using them. (Of
course, reorganization of the CNTL group means that you can no longer use the
values in Table 3.)

Microfiche scan by vintageTEK - Your donations help support the museum - vintagetek.org




12AM99 OPT.12 - 64180R0/Rt Mnemonlcs ROM Pack

FETCH

FETCH 2/3

OPR READ

MEM READ

MEM WRITE
1/0 READ
1/0 WRITE
REFRESH
HALT

SLP/STP

E-INTACK

E-DMA-RD

E-DMA-WR

I-DMA-RD

I-DMA-WR

H-E-DMA-RD

H-E-DMA-WR

H-1-DMA-RD

H-1-DMA-WR

S-E-DMA-RD

S-E-DMA-WR
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61480R0/R1 CYCLE-TYPE DEFINITIONS

A memory read cycle in which the first byte of an instruction is
fetched for execution.

A memory read cycle in which a second or third byte o! an
instruction opcode is fetched for execution.

A memory read cycle in which an immediate data operand or
address displacement of a 2-byte, 3-byte, or 4-byte instruction is
read from memory.

Any cycle, other than a FETCH, FETCH 2/3 or OPR READ cycle, in
which data is read from memory. These are read cycles that
result from the execution ol instructions.

Any cycle in which data is written into memory.
A cycle in which data is read from an 1/O pert.
A cycle in which data is written to an I/O port.

A refresh cycle. The 64180R0/R1 does not necessarily insert
refresh cycles after every FETCH cycle. Refresh cycles are insert-
ed asynchronous to instruction execution.

A halt cycle, during which the 64180 operates normally except
that instruction execution is stopped.

Acycle in which there are no requests from external DMA devices
while the CPU status is SLEEP or SYSTEM STOP mode.

A cycle in which the 64180R0/R1 responds to an asserted INTO
signal. (The 64180R0/R1 reads an instruction or interrupt vector
from an external /O device.)

A cycle in which an external DMA device reads from memory or
I/0 while the CPU has relinquished the bus (BUSAK is asserted
and the CPU is not halted.)

A cycle in which an external DMA cavice writes to memory or 1/O
while the CPU has relinquished the bus (BUSAK is asserted and
the CPU is not halted.)

A cycle in which the internal DMA controller reads from memory
or I/O.

A cycle in which the internal DMA controller writes to memory or
/0.

A cycle in which an external DMA device reads from memory or
1/0 while the CPU is halted.

A cycle in which an external DMA device writes to memory or I/O
while the CPU is halted.

A cycle in which the internal DMA controller reads from memory
or 1/O while the CPU is halted.

A cycle in which the internal DMA conitrofler writes to memory or
I/O while the CPU is halted.

A cycle in which an external DMA device reads from memory or
1/0 while the CPU is in SLEEP mode.

A cycle in which an external DMA device writes to memory or I/O
while the CPU is in SLEEP mode.
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NOTES ON 64180R0/R1 DISASSEMBLY

This ROM Pack disassembles in the Hitachi HD64180R0/R1 mnemonics syntax used
in the Hitachi Microcomputer System. CMOS 8-bit Microprocessor HDE2180, 4th
Edition (Hrachi, Inc.: July, 1986).

FOR 64180R0

This disassembler displays the 19-bit physical address in the address group field. It
displays the 16-bit logical address in the absolute address of an instruction. (Excep-
tion: In the case of a relative jump instruction, the destination address of a jump is
displayed in the 19-bit physical format.) The disassembier displays the 8- or 16-bit V'O
address according to the type of /O instructions being disassembled. Aiso. the
SOFTWARE format suppresses REFRESH, OPR READ. and all DMA cycles.

FOR 64180R1

This disassembler displays the 20-bit physical address in the address group field. it
displays the 16-bit logical address in the absolute address of an instruction. (Excep-
tion: In the case of a relative jump instruction, the destination address of a jump is
displayed in the 20-bit physical format ) The disassembler displays the 8- or 16-bit VO
acddress according to the type of I/O instructions being disassembled. Also. the
SOFTWARE format suppresses REFRESH, OPR READ, and alt DMA cycles

RESERVED CHANNELS

Channel 8 of the fourth pod (pod 3) is reserved for use by the 1240 in postprocessing
the acquired data. Do not attempt to acquire data on this channel.

If you edit a portion of your reference memory, you should also edit the reserved
channelassociated with that portion of memory to avoid disassembly anormalies. One
channelis reserved by the ROM Pack for post-acquisition processing of data to mark
the difference between OPR READ aid MEM READ cycles. Channel 8 of the fourth pod
will store a 1 if the cycle is an operand read cycle.

Ifyou edit your reference memory. you will need to assign this channelto a group and
follow the principles described above to edit the reserved channel.

8a
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NUMBER

ELECTRICAL
A43

A43C100
A43Ca00

U200
U300

12RM99 OPT.12 - 64180R0/R1 Mnemonics ROM Pack

REPLACEABLE PARTS LIST
12RM39 MNEMONICS ROM PACK — Opt 12

TEK. P/N

DESCRIPTION

(REFER TO SCHEMATIC IN 1240 SERVICE MANUAL)

670-8172-00

281-0775-00
281-0775-00

160-4569-01
160-4568-01

CRT. BOARD ASSY: 32/64K MEMORY ROM PACK
(U200. U300 EPROMs ARE NOT PART OF A43)

CAP, FIXED, CER, DI: 0.1 uF, 20%, 50V
CAP, FIXED, CER, DI: 0.1 uF, 20%, S0V

CHASSIS PARTS

MICROCKT, DGTL: 16384 x 8 EPROM, PRGM
MICROCKT, DGTL: 16384 x 8 EPROM, PRGM

MECHANICAL (REFER TO EXPLODED VIEW DRAWING)

1
2

334-6106-00
200-2503-01

211.0012-00

131.0993-00
131-0608-00
136-0755-C0
337-3122-00
200-2504-01
334-4727-00

070-5527-00
070-6415-01

1 MARKER, IDENT: MKD 12RM33 ROM PACK
1 COVER, ROM PACK: TOP

(ATTACHING PARTS)

4 SCREW, MACHINE: 4.42 x 0.375, PHD, STL
- - % _

CKT BOARD ASSY: 32/64K MEMORY ROM PACK
(SEE A43 REPL)

2 BUS CONDUCTOR: 2 WIRE, BLACK

6 TERMINAL, PIN: 0.365 L x 0.025 PH BRZ GOLD
2 SKT, PL-IN ELEC: MICROCIRCUIT, 28 DIP

1 SHIELD, ELEC: STATIC

1 COVER, ROM F,.CK: BOTTOM

1 MARKER, IDENT: MKD PROM PROGRAM IDENT

STANDARD ACCESSORIES

MANUAL, TECH: INSTRUCTION
MANUAL, TECH: INSTRUCTION
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